
3GPP TSG-SA WG6 Meeting #39BIS-e
S6-201984
e-meeting, 12th – 20th October 2020
(merge of S6-201830 and S6-201803)
Source:
Huawei, Hisilicon, Samsung 
Title:
Clarification on Edge Application Server Registration 
Spec:
3GPP TS 23.558 v1.0.0
Agenda item:
7.6
Document for:
Approval
Contact:
Cuili Ge (gecuili@huawei.com)
1. Introduction
This contribution is proposed to solve the following EN:
Editor's note: It's FFS whether and how the EAS instances are registered and authorized at the Edge Enabler Server.
2. Reason for Change
EAS instances is not used in the TS 23.558. 
In addition, how the EAS(s) are authorized at the Edge Enabler Server is in the scope of SA3.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v1.0.0.
* * * First Change * * * *

8.4.3
Edge Application Server Registration
8.4.3.1
General 

The Edge Application Server Registration procedure allows an Edge Application Server to provide its information to an Edge Enabler Server in order to enable its discovery by an Edge Enabler Client.

If there is a change in the requirements or the information of an Edge Application Server, it uses the Edge Application Server registration update procedure to update the Edge Enabler Server.

The Edge Application Server uses the Edge Application Server de-registration procedure to remove its information from the Edge Enabler Server.

EAS registration at the EES can be time bound. So, to maintain the registration, the Edge Application Server needs to send a registration update request prior to the registration expiration time. If a registration update request is not received prior to the registration expiration time, the Edge Enabler Server treats the Edge Application Server as implicitly de-registered.
* * * Next Change * * * *

8.4.3.2
Procedures

8.4.3.2.1
General

8.4.3.2.2
Registration

Pre-conditions:

1.
The Edge Application Server has been configured with an Edge Application Server Identity;

2.
The Edge Application Server has been configured with the address (e.g. URI) of the Edge Enabler Server; and

3.
Both the Edge Application Server and Edge Enabler Server have the necessary credentials to enable communications. 
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Figure 8.4.3.2.2-1: Edge Application Server Registration procedure

1.
The Edge Application Server determines that registration to the Edge Enabler Server is needed (e.g. the Edge Application Server is instantiated and started up). 

2.
The Edge Application Server sends an edge application server registration request to the Edge Enabler Server. The request shall include the EAS profile and may include proposed expiration time for the registration. 

3.
The Edge Enabler Server performs an authorization check to verify whether the Edge Application Server has the authorization to register on the Edge Enabler Server.


4.
Upon successful authorization, the Edge Enabler Server stores the EAS Profile for later use (e.g. for serving Edge Application Server discovery requests received from Edge Enabler Clients, etc.) and replies to the Edge Application Server with an edge application server registration response. The Edge Enabler Server may provide an expiration time to indicate to the Edge Application Server when the registration will automatically expire. To maintain the registration, the Edge Application Server shall send a registration update request prior to the expiration time. If a registration update request is not received prior to the expiration time, the Edge Enabler Server shall treat the Edge Application Server as implicitly de-registered.

* * * End of Change * * * *

