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1. Introduction
This pCR proposes to allow edge enabling layer to trigger EAS instantiation via a mangement system.
2. Reason for Change
On-demand instantiation of EAS can provide resource efficiency in edge data network. For this, the EES can be utilized to trigger this dynamic EAS instantiation. To elaborate this, an EES is capable of detecting the demand for an EAS, i.e., the necessity for EAS instantiation because the EES is tightly coupled with EEC/UE via EEC Registration to EES, EAS discovery, AC info exposure API with EEC’s AC info notification, etc. Also, the EES is generally in ECSP domain and more appropriate in being involved in EAS instantiation on ECSP resources in an edge data network compared to ECS.
3. Conclusions

The EES may trigger the EAS management system to instantiate an EAS.
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v1.1.0
* * * First Change * * * *

8.5
Edge Application Server discovery

8.5.1
General 

Discovery procedures enable entities in an edge deployment to obtain information about edge servers and services available, based on specified criteria of interest. 

Edge Application Server discovery enables the Edge Enabler Client to obtain information about available Edge Application Servers of interest. The discovery of the Edge Application Servers is based on matching EAS discovery filters provided in the request. 

When multiple EASs are discovered for a specific AC, the EEC may select one or more EASs to enable AC communication with one if the selected EASs. The selection algorithm is outside the scope of this specification.

When the EES receives an EAS discovery request including Application Client ID, the EES may trigger the EAS management system to instantiate the EAS serving the Application Client in the edge data network. The triggering procedure is outside the scope of this specification.
* * * End of Change * * * *
