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1. Introduction
This document proposes to Remove EN about MGSin5G Group message without using SEAL.
2. Reason for Change
Remove EN about MGSin5G Group message without using SEAL.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-24 v1.1.0.
* * * First Change * * * *

6.5
Solution 5: MSGin5G Group messaging
6.5.1
Description

6.5.1.1
General

This solution addresses the identified gap under Key Issue #7 regarding MSGin5G group messaging.
This solution introduces a group messaging procedure for MSGin5G Client and MSGin5G server to send and receive Group message after a group is created. In this procedure, the group creation and membership management are handled by SEAL specified in 3GPP TS 23.434 [9].
NOTE:
The procedure of Group messaging without using SEAL is described in solution X..

Editor's Note 2:
How the message will be routed to non-IMS UE from MSGin5G server is FFS.
Editor's Note 3:
Definition of Service ID and it's usage for MSGin5G Service is FFS.
* * * Next Change * * * *

8.2
Application architecture

Figure 8.2-1 shows the application architecture of the MSGin5G Service.  The MSGin5G Service shall fulfil the service requirements which are enumerated in 3GPP TS 22.262 [2].
NOTE 1: "MSGin5G" in this document is referred to the new defined transport for the MSGin5G service. The service name in this document uses the "MSGin5G Service" term in 3GPP TS 22.262 [2].
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Figure 8.2-1: Application Architecture of the MSGin5G Service

The MSGin5G client(s) interacts with SEAL clients over the SEAL-C reference point specified for each SEAL service. The MSGin5G server(s) interacts with SEAL servers over the SEAL-S reference point specified for each SEAL service. The interaction between a SEAL client and the corresponding SEAL server is supported by SEAL-UU reference point specified for each SEAL service as specified in 3GPP TS 23.434 [9].
NOTE: In certain deployment option, a Group management function based on SEAL Group Management Server specified in 3GPP TS 23.434 [9] can be implemented in the MSGin5G Server. The implementation of such deployment option is out of this specification.
Editor's Note:
The MSGin5G Service enhancements to reference points SEAL-C, SEAL-S, SEAL-UU reference points in 3GPP TS 23.434 [9] is FFS.
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