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1. Introduction
This paper adds text describing the usage of the functional architecture for key issue 4 – Location information with multiple MC systems.
2. Reason for Change
Usage of location information between multiple interconnected MC systems.
3. Conclusions
<Conclusion part (optional)>
4. Proposal
It is proposed to agree the following changes to 3GPP TR 23.700-90 V0.1.0.


* * * First Change * * * *

[bookmark: _Toc4538763][bookmark: _Toc57625370]7.X	Location information
[bookmark: _Toc4538761][bookmark: _Toc57625371]7.X.1	General
This solution addresses the key issue 4 described in clause 5.4 on defining the usage of the functional architecture when using multiple interconnected MC systems.
Editor's note:	How the Functional Alias(es) is resolved while handling location information of interconnected MC systems is FFS.
[bookmark: _Toc57625372]7.X.2	Solution description
[bookmark: _Toc57625373]7.X.2.1	Immediate location information requests and reports
Building on 3GPP TR 23.744 [X] clause 6.15.2.7 as well as clause 6.15.2.8 the Functional Alias(es) may be included to the described information flows.
The On-demand request of location information procedure described in 3GPP TR 23.744 [X] clause 6.15.2.9 is utilized.
[bookmark: _Hlk54945204][bookmark: _Toc57625374]7.X.2.2	History location information requests and reports
Building on 3GPP TS 23.280 [5] clause 10.9.2.11, 10.9.2.12, 10.9.2.13, 10.9.2.14, 10.9.2.15 as well as clause 10.9.1.16 the Functional Alias(es) may be included to the described information flows.
Building on 3GPP TS 23.280 [5] clause 10.9.3.9.2.2, 10.9.3.9.3.3 as well as 10.9.3.9.4.3 additional procedures are needed to cover cases of the interconnected MC systems.
7.X.2.3	Event triggered location information reports based on subscriptions
Building on 3GPP TR 23.744 [X] clause 6.15.2.4 the Functional Alias(es) may be included to the described information flow.
The Event-triggered location information notification procedure described in 3GPP TR 23.744 [X] clause 6.15.2.6 is utilized.
7.X.2.4	Configuration of event triggered location information reports
Building on 3GPP TR 23.744 [X] clause 6.15.2.14 as well as 6.15.2.15 the Functional Alias(es) may be included to the described information flows.
The Location reporting temporary configuration procedure described in 3GPP TR 23.744 [X] clause 6.15.2.16 is utilized.
7.X.2.5	Handling of location information subscriptions
Building on 3GPP TR 23.744 [X] clause 6.15.2.2, 6.15.2.3, 6.15.2.11 as well as 6.15.2.12 the Functional Alias(es) may be included to the described information flows.
The Location information subscription procedure described in 3GPP TR 23.744 [X] clause 6.15.2.5 is utilized.
The Location information cancel subscription procedure described in 3GPP TR 23.744 [X] clause 6.15.2.13 is utilized.
[bookmark: _Toc57625376]7.X.3	Solution evaluation
Editor's Note:	This clause will provide the evaluation of this solution.

* * * Next Change * * * *
<Proposed change in revision marks>

