
3GPP TSG-SA WG6 Meeting #41-e
S6-210206
e-meeting, 18th – 26th January 2021
(revision of S6-210102)
Source:
Sony
Title:
Pseudo-CR on Editorial corrections
Spec:
3GPP TS 23.558 v1.2.0
Agenda item:
7.6
Document for:
Approval
Contact:
Svante Alnås, Svante.alnas@sony.com
1. Introduction
2. Reason for Change
We are expected to soon send the TS for approval, it is time to remove unused refences, terms and definitions.

3. Conclusions

Remove unused refences, terms and definitions that is not used anywhere in the specification.
Rev1: no removal of definitions since at this meeting that definition is proposed to be used 
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v1.2.0
* * * First Change * * * *
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3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

AC
Application Client
ACID
Application Client Identification

AF
Application Function

ASP
Application Service Provider

DN
Data Network

DNAI
Data Network Access Identifier

DNN
Data Network Name

EAS
Edge Application Server

EASID
Edge Application Server Identification

ECS
Edge Configuration Server

ECSP
Edge Computing Service Provider

EDN
Edge Data Network

EEC
Edge Enabler Client

EECID
Edge Enabler Client Identification

EES
Edge Enabler Server

EESID
Edge Enabler Server Identification


FQDN
Fully Qualified Domain Name 

GPSI
Generic Public Subscription Identifier

LADN
Local Area Data Network 

NEF
Network Exposure Function

SCEF
Service Capability Exposure Function

SSID
Service Set Identifier

TAI
Tracking Area Identity

* * * Next Change * * * *

