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1. Introduction
This pCR performs maintenance to sublcause 8.5. 
2. Reason for Change
The motivation for this change is to maintain consistency of the structure of all sublcauses that specify procedures, in clause 8.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v1.2.0.
* * * First Change * * * *

8.5.1
General 

Discovery procedures enable entities in an edge deployment to obtain information about EAS and their available services, based on specified criteria of interest. 

Edge Application Server discovery enables the Edge Enabler Client to obtain information about available Edge Application Servers of interest. The discovery of the Edge Application Servers is based on matching EAS discovery filters provided in the request. 

When multiple EASs are discovered for a specific AC, the EEC may select one or more EASs to enable AC communication with one if the selected EASs. The selection algorithm is outside the scope of this specification.

8.5.2
Procedures

8.5.2.1
General

Following procedures are supported for Edge Application Server discovery:

-
Request-response procedure;

-
Subscribe-notify procedures, including:

-
Subscription update procedure; and

-
Unsubscribe procedure;

-
Dynamic information subscription procedures, including:
-
Subscription update procedure; and
-
Unsubscribe procedure.
* * * Next Change * * * *

8.5.3
Information flows

8.5.3.1
General

The following information flows are specified for EAS discovery:

-
EAS discovery request and response

-
EAS discovery subscription, notification, subscription update and unsubscription

-
EAS dynamic information subscription, notification, subscription update and unsubscription

