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[bookmark: _GoBack][bookmark: _Toc50584444][bookmark: _Toc50584788][bookmark: _Toc50644979]* * * First Change * * * *
[bookmark: _Toc9812383][bookmark: _Toc9812627][bookmark: _Toc59203955][bookmark: _Toc424654374][bookmark: _Toc428364963][bookmark: _Toc433209563][bookmark: _Toc453260081][bookmark: _Toc453260968][bookmark: _Toc453279705][bookmark: _Toc459375043][bookmark: _Toc468105277][bookmark: _Toc468110372][bookmark: _Toc525308934][bookmark: _Toc528832072][bookmark: _Toc528832262][bookmark: _Toc536270567][bookmark: _Toc536270874][bookmark: _Toc37791029][bookmark: _Toc42003994][bookmark: _Toc50584337][bookmark: _Toc50584681][bookmark: _Toc50644868]9.1.6	Network resource management service
[bookmark: _Toc9812384][bookmark: _Toc9812628][bookmark: _Toc59203956]9.1.6.1	General
The VAE capabilities (VAE client and VAE server) utilizes network resource management service procedures of SEAL to support V2X services.
[bookmark: _Toc9812385][bookmark: _Toc9812629][bookmark: _Toc59203957]9.1.6.2	Information flows
The following information flows of network resource management service of SEAL specified in 3GPP TS 23.434 [6] are applicable for the V2X applications:
-	Network resource adaptation request specified in subclause 14.3.2.1;
-	Network resource adaptation response specified in subclause 14.3.2.2;
-	MBMS bearer announcement specified in subclause 14.3.2.3;
-	MBMS listening status report specified in subclause 14.3.2.4;
-	MBMS suspension reporting instruction specified in subclause 14.3.2.5;
-	Resource request specified in subclause 14.3.2.6;
-	Resource response specified in subclause 14.3.2.7;
-	Resource modification request specified in subclause 14.3.2.8;
-	Resource modification response specified in subclause 14.3.2.9;
-	MBMS bearers request specified in subclause 14.3.2.10;
-	MBMS bearers response specified in subclause 14.3.2.11; and
-	User plane delivery mode specified in subclause 14.3.2.12;
[bookmark: _Toc9812386][bookmark: _Toc9812630][bookmark: _Toc59203958]9.1.6.3	Procedures
The following procedures of network resource management service of SEAL specified 3GPP TS 23.434 [6] are applicable for the V2X applications:
-	Request for unicast resources at VAL service communication establishment specified in subclause 14.3.3.2.1;
-	Request for modification of unicast resourcesspecified in subclause 14.3.3.2.2;
-	Network resource adaptation specified in subclause 14.3.3.3.1;
-	Request for unicast resources at VAL service communication establishment specified in subclause 14.3.3.3.2;
-	Request for modification of unicast resources specified in subclause 14.3.3.3.3;
-	Use of pre-established MBMS bearers specified in subclause 14.3.4.2;
-	Use of dynamic MBMS bearer establishment specified in subclause 14.3.4.3;
-	MBMS bearer announcement over MBMS bearer specified in subclause 14.3.4.4;
-	MBMS bearer quality detection specified in subclause 14.3.4.5;
-	Service continuity in MBMS scenarios specified in subclause 14.3.4.6;
-	MBMS suspension notification specified in subclause 14.3.4.7;
-	MBMS bearer event notification specified in subclause 14.3.4.8; and
-	Switching between MBMS bearer and unicast bearer specified in subclause 14.3.4.9.
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