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* * * First Change * * * *
[bookmark: _Toc67934522][bookmark: _Toc9812712][bookmark: _Toc9812468]9.10.2.3	Local service information request (VAE client to VAE server)
Table 9.10.2.3-1 describes the information flow local service information request from the VAE client to the VAE server.
Table 9.10.2.3-1: Local service information request (VAE client to VAE server)
	Information element
	Status
	Description

	V2X UE ID
	M
	Identity of the V2X UE requesting the service discovery information.

	GEO ID
	M
	Geographical area identifier for which the local service information is requested



[bookmark: _Toc67934523][bookmark: _Toc9812713][bookmark: _Toc9812469]9.10.2.3a	Local service information request (between VAE servers)
Table 9.10.2.3a-1 describes the information flow local service information request between VAE servers.
Table 9.10.2.3a-1: Local service information request (between VAE servers)
	Information element
	Status
	Description

	V2X UE ID
	O
	Identity of the V2X UE requesting the service discovery information.

	V2X UE location
	M
	The V2X UE location information for which the location service information is requested.

	GEO ID
	M
	Geographical area identifier for which the local service information is requested



9.10.2.4	Local service information response
Table 9.10.2.4-1 describes the information flow local service information response from the VAE server to the VAE client and between VAE servers.
Table 9.10.2.4-1: Local service information response
	Information element
	Status
	Description

	Result
	M
	Indicates the success or failure of getting the local service information

	Local service information
	O (NOTE)
	The local service information:
-	V2X server USD information as specified in 3GPP TS 23.285 [5]
-	V2X application server address information as specified in 3GPP TS 23.285 [5] and transport port for unicast
-	V2X USD information as specified in 3GPP TS 23.285 [5]

	NOTE:	If the Result information element indicates failure then local service information IE is not included.




