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1
Scope

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

…

[x]
<doctype> <#>[ ([up to and including]{yyyy[-mm]|V<a[.b[.c]]>}[onwards])]: "<Title>".

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

3.2
Symbols

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

4
Architectural requirements
4.1
General
Editor's Note: clause 7.1.1 of TR23.700-24 v1.3.0 with necessary modification.
4.2
Architectural requirements
Editor's Note: clause 7.1.2 of TR23.700-24 v1.3.0 with necessary modification.
5
Application layer architecture
5.1
General
Editor's Note: three logical UE types from clause 8.1  of TR23.700-24 v1.3.0 with necessary modification.
5.2
Application Architecture
Editor's Note: clause 8.2  of TR23.700-24 v1.3.0 with necessary modification.

5.3
Functional entities

Editor's Note: clause 8.3  of TR23.700-24 v1.3.0 with necessary modification.
5.4
Reference Points
Editor's Note: clause 8.4  of TR23.700-24 v1.3.0 with necessary modification.
5.5
Service-based interfaces
6
Identities
Editor's Note: all identities will be specified in this clause. The identities includes (may not limited to):

6.1
MSGin5G Service Endpoint Identity (MSGin5G Endpoint ID) 

6.2
MSGin5G Group Service Identity (Group Service ID)
Editor's Note: Clause 6.8.4 of TR23.700-24 v1.3.0 with necessary modification.
6.3
 Broadcast Area Service Identity (Broadcast Area ID)
6.3
MSGin5G UE Identity (MSGin5G UE ID)

Editor's Note: Needed to be defined (will be defined in the configuration solution)
6.4
 Application Identity (Application ID)

Editor's note:
Application Client ID while using Message Gateway UE is FFS.

7
Generic description of the MSGin5G Service
8
Procedures and information flows
Editor’s note:    the clause number of the following procedure will be changed in the future version.
8.1
Configuration
Editor's note:
MSGin5G UE Configuration and Non-MSGin5G UE Configuration will be addressed in this clause.
8.2
Registration
8.2.1
MSGin5G UE
Editor's note:
MSGin5G UE registration, re-registration and de-registration will be addressed in this clause.
8.2.2
Legacy 3GPP UE
Editor’s note:  Legacy 3GPP UE registration, re-registration and de-registration will be addressed in this clause.
Editor’s note 2:  8.2.2 and 8.2.3 can be merged if the procedures are similar in 3GPP scope..
8.2.3
Non-3GPP UE
Editor’s note:  Non-3GPP UE registration, re-registration and de-registration will be addressed in this clause.
Editor’s note 2:  7.2.2 and 7.2.3 can be merged if the procedures are similar in 3GPP scope..
8.3
UE reachability status and triggering
8.4
point-to-point messaging
Editor’s note:  point-to-point messaging procedures between different type of UEs will be addressed in this clause.
8.5
Application-to-point messaging

Editor’s note:  messaging procedures from Application Server to different type of UEs will be addressed in this clause.
8.6
Point-to-Application messaging

Editor’s note:  messaging procedures from different type of UEs to Application Server will be addressed in this clause.
8.7 
Group messaging
8.8
Group management
Editor’s note: procedure of (not limited to ) establishing a MSGin5G group, Adding UEs to the MSGin5G group or removing UEs from the MSGin5G group, Configuration of a maximum number of members in a group, Group list fetch and Group notification will be addressed in this clause.
8.9
Broadcast messaging
9
Combined Procedures

Editor’s note: if some procedures in section 8 can be combined to a more generic procedure, the combined procedure will be addressed in this section.
9.1
General
9.2
MSGin5G inbound messages into the MSGin5G Server

Editor’s note:   the content existed in clause 7.1.2 of TS 23.554 v0.1.0. When TS 23.554 v0.2.0 is implemented, the content of clause 7.1.2 of TS 23.554 v0.1.0 is needed to be implemented in this clause.
9.3
MSGin5G outbound messages from the MSGin5G Server

Editor’s note:   the content existed in clause 7.1.3 of TS 23.554 v0.1.0. When TS 23.554 v0.2.0 is implemented, the content of clause 7.1.2 of TS 23.554 v0.1.0 is needed to be implemented in this clause.
10
Service Based Capibility at major Functional elements
10.1
Service Based Capibility at MSGin5G Client
10.2
Service Based Capibility at MSGin5G Server 
Editor’s note:   content existed in clause 7.1.2 and 7.1.3 of TS 23.554 v0.1.0 are needed to be converted to this clause.
10.3
Service Based Capibility at Legacy 3GPP Message Gateway 
Editor’s note:  9.6 and 9.7 can be merged if the procedures are similar in 3GPP scope..
10.4

Service Based Capibility at Non-3GPP Message Gateway 
11
Information Elements
Editor's Note:
the IEs in the procedures will be specified in this clause. E.g. Message ID, Application ID
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