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1. Introduction
This contribution provides architectural requirements for enabling QoS provisioning for network-assisted C2 communication.
2. Reason for Change
This contribution provides some requirements for QoS provisioning based on the scope of KI #5 of TR 23.755.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.255 v0.2.1.
* * * First Change * * * *

4.x
QoS provisioning for C2 communication

4.x.1
Description

This subclause specifies the C2 QoS provisioning related requirements.
4.x.2
Requirements

[AR-4.x.2-a] The UAE layer capabilities shall enable C2 application QoS parameter provisioning for network-assisted C2 communications to the 3GPP network system.

[AR-4.x.2-b] The UAE layer capabilities shall enable QoS differentiation for UAV operations (e.g. supporting differentiated QoS provisioning per for C2 communication mode, mission type, C2 communication types).
[AR-4.x.2-c] The UAE server shall be capable of obtaining monitoring events related to the C2 QoS fulfilment/unfulfilment from the UAE clients (UAV and/or UAV controller).

[AR-4.x.2-d] The UAE layer capabilities shall enable application QoS parameters modification to support meeting the C2 end-to-end application requirements, for paired-Uu connections between a UAV and UE-based UAV-C.
* * * End of Change * * * *
