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6.3	Functional entities
[bookmark: _Toc83408623]6.3.3	Edge Enabler Client (EEC)
EEC provides supporting functions needed for AC(s).
Functionalities of EEC are:
a)	retrieval and provisioning of configuration information to enable the exchange of Application Data Traffic with the EAS; and
b)	discovery of EASs available in the EDN. 
[bookmark: _Toc83408624]6.3.4	Edge Configuration Server (ECS)
ECS provides supporting functions needed for the EEC to connect with an EES.
Functionalities of ECS are:
a)	provisioning of Edge configuration information to the EEC. The Edge configuration information includes the following:
1)	the information for the EEC to connect distinguish to the EES (e.g. EDN service area); and 
2)	the information for establishing a connection with EESs (such as URI);
NOTE:	The ECS can be deployed in the MNO domain or can be deployed in 3rd party domain by service provider. 
b)	supporting the functionalities of registration (i.e., registration, update, and de-registration) for the EES(s); 
c)	supporting the functionalities of API invoker and API exposing function as specified in 3GPP TS 23.222 [6]; and
d)	interacting with 3GPP Core Network for accessing the capabilities of network functions either directly (e.g. via PCF) or indirectly (e.g. via SCEF/NEF/SCEF+NEF).

