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[bookmark: _Toc35896801]*****************Change 1************************
[bookmark: _Toc66460250][bookmark: _Toc83936265]8.7.5	Message delivery between MSGin5G UEs in different PLMNs
[bookmark: _Toc83936266]8.7.5.1	General
MSGin5G message may be delivered between MSGin5G UEs in different PLMNs.
The procedure applies to point-to-point and group message delivery, only. and may apply to Application-to-Point message/ Point-to-Application message delivery.
NOTE: whether Application-to-Point message/ Point-to-Application message can be delivered between different PLMNs is depended on the business agreement between the PLMNs and is out of scope of the present document.
[bookmark: _Toc83936267]8.7.5.2	Inter-PLMN message exchange procedure
Pre-condition:
1.	The Message Sender (e.g. MSGin5G Client 1 in MSGin5G UE 1 (MSGin5G Client 1) registered to the MSGin5G Server 1 in one PLMN.
2.	The Message Receiver (e.g. MSGin5G Client 2 in MSGin5G UE 2 (MSGin5G Client 2) registered to the MSGin5G Server 2 in another PLMN.
3.	MSGin5G Server 1 and MSGin5G Server 2 have established a secured connection.
Figure 8.7.5-1 shows message delivery between MSGin5G UEs endpoints in different PLMNs, where Message SenderMSGin5G UE 1 is registered in MSGin5G Server 1 and Message ReceiverMSGin5G UE2 is registered in MSGin5G Server 2.



Figure 8.7.5-1: Message delivery between MSGin5G UEs in different PLMNs
1.	The MSGin5G Client 1 in MSGin5G UE 1Message Sender sends an MSGin5G message request to MSGin5G Server 1 in PLMN 1 as specified in clause 8.3.2.
2.	The MSGin5G Server 1 analyses the target UE Service ID and determines that the message is to the MSGin5G UE 2Message Receiver  in PLMN 2, authenticates that the Message SenderMSGin5G UE 1 is allowed to send a message to the Message ReceiverMSGin5G UE 2, and then the MSGin5G Server 1 forwards the MSGin5G message request to MSGin5G Server 2 in PLMN 2.
3.	MSGin5G Server 2 forwards the MSGin5G message request to the Message ReceiverMSGin5G Client 2 in MSGin5G UE 2 as specified in clause 8.3.3.
4-6.	If the message delivery status report is requested, the Message ReceiverMSGin5G Client 2 sends a point-to-point MSGin5G message, with the message delivery status report to MSGin5G Client 1Message Sender as per procedure specified in the present clause 8.3.4 and 8.3.5.
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