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	Reason for change:
	In the current specification EAS ID is often confused with EAS type (another IE). Hence, the usage of EAS ID and EAS type is conflicting.

Further, in the definition of EAS ID, it is described that – "For example, all SA6Video servers will share the same EAS ID".

EAS ID identifies the particular application in a domain of the ASP. Example video.asp1.com and video.asp2.com. There are 2 video services offered by different ASPs. Even if ASP1 and ASP2 share the same EDN, the EAS IDs for their video services will be different.

So, EAS ID is associated with a particular application in a domain.


	
	

	Summary of change:
	Changing the description of EASID.


	
	

	Consequences if not approved:
	It is confusing for stage 3 and application developers about how to use and provide EASID and EAS type.
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* * * First Change * * * *
[bookmark: _Toc70444035][bookmark: _Toc74058286][bookmark: _Toc57673435][bookmark: _Toc50584592][bookmark: _Toc50584248][bookmark: _Toc42003932][bookmark: _Toc37790981][bookmark: _Toc74058575][bookmark: _Toc37790992][bookmark: _Toc42003943][bookmark: _Toc50584264][bookmark: _Toc50584608][bookmark: _Toc57673455][bookmark: _Toc74058305]7.2.4	Edge Application Server ID (EASID)
The EASID identifies uniquely a particular application from an ASP for e.g. SA6Video, SA6Game etc. For example, all Edge SA6Video Servers (which belong to a particular application) from an ASP will share the same EASID .e.g video.asp1.com, video-asp2.
NOTE:	The definition of the EASID is out of scope of this specification.

* * * End of Change * * * *
