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1. Introduction
This contribution proposes to update the ECS configuration information to support roaming and federation of the edge computing service.  
2. Reason for Change
It is not clarified how to determine if the ECS configuration information is valid in a PLMN or if the ECS is available in the visited PLMN. It is because there is no information about PLMNs where the ECS is available or ECS configuration information is valid.

Likewise, in TS 23.558 Release 17, it is described that “If the ECS deployed by MNO is contracted with one or more ECSP(s), the ECS provides EES configuration information of MNO owned and ECSP owned EESs via MNO ECS as described in clause 8.3.3.3.3.”.  However, the ECS information specified in Releas 17 does not provide this information. If ECSP information supported by an ECS is given in ECS configuration information, it would be helpful in federation scenario.  

3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-98 v.0.3.0.
* * * First Change * * * *

7.x
Solution #x: Update ECS configuration information
7.x.1
Architecture enhancements
None.
7.x.2
Solution description

This solution addresses key issue #6 on edge services support across ECSPs and key issue #10 on support for roaming UEs.
This solution proposes to include supported PLMN ID(s) and supported ECSP ID(s) in the ECS configuration information as described in the following table:
Table 7.x.2-1: ECS configuration information 

	Information element
	Status
	Description

	ECS address 
	M
	One or more endpoint information (e.g. URI(s), FQDN(s), IP address(es)) of ECS(s)

	ECS Provider Identifier
	O
	The identifier of the ECSP that provides the ECS. 

	Supported PLMN ID(s)
	M
	The identifier of the PLMNs of which EDN configuration information can be provided by the ECS

	Supported ECSP ID(s)
	M
	The identifier of the ECSP that is contracted with the ECS Provider


The above ECS configuration information may be provisioned to the EEC via the 5GC procedure (see 3GPP TS 23.502 [8], clause 4.15.6) or delivered via the ECS as described in solution #4 of clause 7.4.
The EEC decides if the ECS configureation information is valid in the visited PLMN based on supported PLMN ID(s) in the ECS configuration information. 
The EEC considers supported ECSP ID(s) in the ECS configuration information during ECS discovery for edge services across ECSPs. 
7.2.3
Solution evaluation

TBD 
* * * End of Change * * * *

