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* * * First Change * * * *
[bookmark: _Toc42003901][bookmark: _Toc50584214][bookmark: _Toc50584558][bookmark: _Toc57673401][bookmark: _Toc91843086][bookmark: _Toc83408904][bookmark: _Toc57673689][bookmark: _Toc83408942]6.5.2	EDGE-1
EDGE-1 reference point enables interactions between the EES and the EEC. It supports:
a)	registration and de-registration of the EEC to the EES;
b)	retrieval and provisioning of EAS configuration information; and
c)	discovery of EASs available in the EDN; and.
d)	service continuity procedures (e.g. ACR initiation).
[bookmark: _Toc37790954][bookmark: _Toc42003903][bookmark: _Toc50584216][bookmark: _Toc50584560][bookmark: _Toc57673403][bookmark: _Toc91843088]* * * Next Change * * * *
6.5.4	EDGE-3
EDGE-3 reference point enables interactions between the EES and the EASs. It supports:
a)	registration of EASs with availability information (e.g. time constraints, location constraints);
b)	de-registration of EASs from the EES;
c)	discovery of T-EAS information to support ACT;
d)	providing access to network capability information (e.g. location information, QoS related information); and
e)	service continuity procedures (e.g. ACR status).requesting the setup of a data session between AC and EAS with a specific QoS.
NOTE:	Optimized distribution of events across the EDGE-3 interface is out of scope of this specification.
* * * Next Change * * * *
[bookmark: _Toc91843494]8.9.4.1	General
Table 8.9.4.1-1 illustrates the EEC context management.
Table 8.9.4.1-1: EEC context management APIs
	API Name
	API Operations
	Operation
Semantics
	Consumer(s)

	Eees_EECContextPull
	Request
	Request/Response
	EES

	Eeecs_EECContextPush
	Request
	Request/Response
	EES



* * * End of Changes * * * *


