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1. Introduction
This pCR provides reference point details for Application service management.
2. Reason for Change
A new architecture for application service management has been defined in clause 5.1. There exists an Editor’s note to define reference points for the arcthiecture.
Editor's note:
Reference points description is FFS.

It is requried to provide reference points description and to resolve the EN.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-97 v0.4.1.
* * * First Change * * * *

5.1.2.3
Application service management server

The ASM server is a functional entity used to configure one or more application servers related to 3GPP system information as well as the network. It also acts as a co-ordination layer in subscribing to the VAL sever and 3GPP network for any changes in the configuration and inform the other in order to perform necessary actions (like blocking or controlling traffic).


* * * Next Change * * * *

5.1.x
Reference Points

5.1.x.1
General

This clause describes the reference points of the architecture for application service management.
5.1.x.2
ASM-C
This is the interface between ASM Client and VAL Client. It is used by ASM client to share information regarding application service monitoring and provisioning of UE clients.
5.1.x.3
ASM-UU

This is the interface between ASM Client and ASM Server. It is utilized by ASM Server to configure UE and provide policies related to the application service. The ASM server uses this interface to provide notifications about possible actions to control the traffic.
5.1.x.4
ASM-S

This is the interface between ASM Server and VAL Server. It is used for provisioning and monitoring of VAL AS as per the policies and profiles of the VAL service. The 3GPP network status for the VAL service is monitored by ASM Server and notified to the VAL server if changes for it to take suitable action. This is service-based interface where VAL server and ASM Server exposes services as APIs, to be invoked by other entities.
* * * End of Change * * * *

