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[bookmark: _Toc98840425][bookmark: _Toc428364954][bookmark: _Toc433209554][bookmark: _Toc453260072][bookmark: _Toc453260959][bookmark: _Toc453279696][bookmark: _Toc459375034][bookmark: _Toc468105268][bookmark: _Toc468110363][bookmark: _Toc98808916]* * * First Change * * * *
[bookmark: _Toc106018180][bookmark: _Toc468105466][bookmark: _Toc468110561][bookmark: _Toc106019054]10.7.2.1	MBMS bearer announcement
Table 10.7.2.1-1 describes the information flow MBMS bearer announcement from the MC service server to the MC service client.
Table 10.7.2.1-1: MBMS bearer announcement
	Information element
	Status
	Description

	TMGI
	M
	TMGI information

	Alternative TMGI
	O
	A list of additional alternative TMGI may be included and used in roaming scenarios.

	QCI
	O
	QCI information used by the ProSe UE-Network Relay to determine the ProSe Per-Packet Priority value to be applied for the multicast packets relayed to Remote UE over PC5

	List of service area identifier
	M
	A list of service area identifier for the applicable MBMS broadcast area.

	Frequency
	O
	Identification of frequency if multi carrier support is provided

	SDP information
	M
	SDP with media and floor control information applicable to groups that can use this bearer (e.g. codec, protocol id, FEC information)

	Monitoring state
	O
	The monitoring state is used to control if the client is actively monitoring the MBMS bearer quality or not.

	Announcement acknowledgment
	O
	Indicate if the MC service server requires an acknowledgement of the MBMS bearer announcement.

	Unicast status 
	O
	An indication that the listening status of the unicast bearer is requested.

	ROHC information
	O
	Indicate the usage of ROHC and provide the parameters of the ROHC channel to signal to the ROHC decoder.

	NOTE:	When MBMS bearer announcement is done on a MBMS bearer all attributes above are optional except the TMGI.



[bookmark: _Toc91749823][bookmark: _Toc98840488]* * * Next Change * * * *
[bookmark: _Toc446053062][bookmark: _Toc460616187][bookmark: _Toc460617048][bookmark: _Toc465162674][bookmark: _Toc468105467][bookmark: _Toc468110562][bookmark: _Toc106019055]10.7.2.2	MBMS listening status report
Table 10.7.2.2-1 describes the information flow for the MBMS listening status report from MC service client to MC service server. The information is used for the decision on the switching from MBMS bearer to unicast bearer or vice versa.
Table 10.7.2.2-1: MBMS listening status report
	Information element
	Status
	Description

	MC service ID
	M
	The identity of the MC service user who wants to report the MBMS listening status.

	TMGI(s)
	M
	TMGI(s) information.

	MBMS listening status(s)
	M
	The MBMS listening status per TMGI.

	MBMS reception quality level(s)
	O
	The reception quality level per TMGI (see NOTE)

	Unicast listening status
	O
	The unicast listening status.

	NOTE:	The set of quality levels helps service continuity in MBMS scenarios. A reception quality level may help to make an efficient switching decision to another bearer. How these levels are used is implementation specific.
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