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1. Introduction
This contribution resolves the following EN on EDGE-5 APIs:
Editor's note:
The ACR operations in ACR request and AC subscription request are FFS.

2. Reason for Change
Following cases are covered by the bullets under step 3:

	AC Action
	AC request includes target info?
	EEC actions
	Covered by

	ACR detection
	Yes
	· EEC decides

· Initiates ACR using AC provided targets
	First bullet

	ACR detection
	No
	· EEC decides

· Finds targets

· Initiates ACR
	First bullet

	ACR detection
	No
	· EEC relays the detection to EES (EES decides)
	First bullet

	ACR initiation
	Yes
	· Initiates ACR using AC provided targets
	Second bullet

	ACR initiation
	No
	· Finds targets

· Initiates ACR
	Second bullet

	AC leaves detection, decision to EEC
	No
	· EEC detects

· EEC decides or leaves decision to EES

· Initiates ACR using “determination” or “detection”
	Third bullet


3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-98 v1.0.1.
* * * First Change * * * *

7.34.2.2.4
ACR request

Pre-conditions:

1.
The AC can communicate with the EEC.
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Figure 7.34.2.2.4-1: ACR request procedure

1.
The AC sends an ACR request to the EEC. The request includes AC's security credentials, type of requested operation (i.e., ACR detection, ACR initiation) and AC profile. If the request is to initiate the ACR, the request may also include the target EAS information.

2.
The EEC checks AC's security credentials and validates the request.

3.
If the request is successfully validated, the EEC process the request from the AC. If the type of requested operation in the request received in step 1 is:

-
ACR detection, then the EEC determines if ACR is required or not. If it is required, the EEC uses one of the EEC initiated ACR scenarios or launches ACR with action "determination", leading to S-EES executed ACR;

-
ACR initiation, then the EEC uses one of the EEC initiated ACR scenarios and initiate ACR. If the request in step 1 also includes target information, the EEC uses it to select the ACR targets;

-
EEC managed ACR, then the EEC monitors the need for ACR. If need for ACR is detected, then the EEC decides and initiates ACR using one of the EEC initiated ACR scenarios. The EEC also notifies the AC about the imminent ACR and may include the target information.
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