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	Reason for change:
	In R17, there is a common understanding that when EES performs EAS selection, it provides a single EAS information in the EAS discovery result to the EEC.

It has been observed that this understanding is not consistent due to lack of related specification in the TS.

This introduces further confusion when R18 features are being developed considering the understanding of EES capabilities supported for EAS discovery towards the EEC. 

Therefore, in R17 specification the clarification regarding the capability of EES to perform EAS selection is to be captured to avoid any confusion.


	
	

	Summary of change:
	Add a description and a NOTE about the EES performing EAS selection


	
	

	Consequences if not approved:
	The implementation of EES and EEC for EAS discovery will not be consistent and may introduce interoperability issues.
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[bookmark: _Toc37791024][bookmark: _Toc42003989][bookmark: _Toc50584334][bookmark: _Toc50584678][bookmark: _Toc57673550][bookmark: _Toc98854230]8.5.1	General 
Discovery procedures enable entities in an edge deployment to obtain information about EAS and their available services, based on specified criteria of interest. 
EAS discovery enables the EEC to obtain information about available EASs of interest. The discovery of the EASs is based on matching EAS discovery filters provided in the request. 
When the EES performs the EAS selection based on the ECSP policy, only one EAS is provided in the EAS discovery response for a specific AC. 
When multiple EASs are discovered for a specific AC, the EEC may select one or more EASs to enable AC communication with one of the selected EASs. The selection algorithm is outside the scope of this specification. Once the EAS is selected, the EEC may subscribe for the ACR event notifications at the EES of the selected EAS, as described in clause 8.8.3.5.2. The EDN configuration information received from ECS may be used for establishing a connection to EAS(s).
EAS discovery may be initiated by the EEC when a certain trigger condition at the UE is met. Some examples are as follows: 
-	AC related updates available at the EEC (e.g. due to AC installation/re-installation/activation), AC requesting application server access;
-	Lifetime received via EAS discovery response specified in clause 8.5.3 is expired; or
-	EEC detects the need of application context relocation as in clause 8.8.
NOTE:	When the EEC decides to perform EAS discovery is up to EEC implementation.
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Table 8.5.3.3-1 describes information elements for the EAS discovery response from the EES to the EEC.
Table 8.5.3.3-1: EAS discovery response
	Information element
	Status
	Description

	Successful response
	O
	Indicates that the EAS discovery request was successful.

	> Discovered EAS list (NOTE)
	O
	List of discovered EAS(s). Each element includes the information described below.

	>> EAS profile
	M
	Profile of the EAS. Each element is described in clause 8.2.4

	>> Lifetime
	O
	Time interval or duration during which the information elements in the EAS profile is valid and supposed to be cached in the EEC (e.g. time-to-live value for an EAS Endpoint)

	Failure response
	O
	Indicates that the EAS discovery request failed.

	> Cause
	O
	Indicates the cause of EAS discovery request failure.

	NOTE:	This IE includes only one EAS, if the EES performs the EAS selection. 
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