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1. Introduction
This contribution provides a proposal for FFAPP usage of SEAL Group management service.
2. Reason for Change
The group management is a SEAL service that offers the group management related capabilities to one or more vertical applications.
In TR23.745, there are key issues (6, 15, 17) related to SEAL Group management service and solutions (9, 21) considered for normative work.
It is needed to add usage of SEAL Group management services for FFAPP.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.545 v0.5.0.
* * * First Change * * * *

2
References

[x]
3GPP TR 23.745: "Study on application layer support for Factories of the Future in 5G network".
3.1
Definitions

FF service: A service offered by a FF application which supports the related communications between two entities (e.g. FF UE and FF UE, FF UE and FF application server).
* * * Second Change * * * *

7
Procedures and information flows
7.0.0
General

The FAE capabilities (FAE client and FAE server) utilize the SEAL services. Also the FF application specific server(s) may directly utilize the SEAL services. All SEAL services specified in 3GPP TS 23.434 [5] are available to the FF application layer (i.e. the FAE layer and the FF application specific layer).

In this clause, the details of the information flows, procedures and APIs utilized by the FF application layer are described.

7.0.1
Group management service

7.0.1.1
General

The FAE capabilities (FAE client and FAE server) and FF application specific server(s) utilize group management service procedures of SEAL to support FF services (e.g. 5GLAN group management, Enabling 5G CN capabilities for SEAL Groups defined in 3GPP TR 23.745 [x]).
7.0.1.2
Information flows
The following information flows of group management service of SEAL as specified in 3GPP TS 23.434 [5] are applicable for the FF applications:

-
Group creation request specified in subclause 10.3.2.1;

-
Group creation response specified in subclause 10.3.2.2;

-
Group creation notification specified in subclause 10.3.2.3;

-
Group information query request specified in subclause 10.3.2.4;

-
Group information query response specified in subclause 10.3.2.5;

-
Group membership update request specified in subclause 10.3.2.6;

-
Group membership update response specified in subclause 10.3.2.7;

-
Group membership notification specified in subclause 10.3.2.8;

-
Group deletion request specified in subclause 10.3.2.9;

-
Group deletion response specified in subclause 10.3.2.10;

-
Group deletion notification specified in subclause 10.3.2.11;

-
Group information request specified in subclause 10.3.2.12;

-
Group information response specified in subclause 10.3.2.13;

-
Group information subscribe request specified in subclause 10.3.2.14;

-
Group information subscribe response specified in subclause 10.3.2.15;

-
Group information notify request specified in subclause 10.3.2.16;

-
Group information notify response specified in subclause 10.3.2.17;

-
Store group configuration request specified in subclause 10.3.2.18;

-
Store group configuration response specified in subclause 10.3.2.19;

-
Get group configuration request specified in subclause 10.3.2.20;

-
Get group configuration response specified in subclause 10.3.2.21;

-
Subscribe group configuration request specified in subclause 10.3.2.22;

-
Subscribe group configuration response specified in subclause 10.3.2.23;

-
Notify group configuration request specified in subclause 10.3.2.24;

-
Notify group configuration response specified in subclause 10.3.2.25;
-
Configure VAL group request specified in subclause 10.3.2.26;

-
Configure VAL group response specified in subclause 10.3.2.27;
-
Group announcement specified in subclause 10.3.2.28;
-
Group registration request specified in subclause 10.3.2.29;

-
Group registration response specified in subclause 10.3.2.30; 

-
Identity list notification specified in subclause 10.3.2.31;

-
Group de-registration request specified in subclause 10.3.2.32;

-
Group de-registration response specified in subclause 10.3.2.33;

-
Location-based group creation request specified in clause 10.3.2.34;

-
Location-based group creation response specified in clause 10.3.2.35;

-
Group list fetch request specified in clause 10.3.2.36;
-
Group list fetch response specified in clause 10.3.2.37;
The usage of the above information flows are clarified as below:

-
The identity list is the list of FF UE IDs. 

--
During group creation the identity list contains the list of FF UE IDs that are part of the group to be created.

-
The VAL service ID list is the list of FF service IDs whose service communications are to be enabled on the group.

-
Table 7.0.1.2.1-1 describes the VAL service specific information corresponding to the FF applications.

Table 7.0.1.2.1-1: FF service specific information for group creation request

	Information element
	Status
	Description

	FF group ID
	O
	The group ID to be used for the FF group. If group ID is not provided then the group ID should be allocated by group management server.


Editor's note:
Additional FF application related IEs are FFS.

-
The VAL group ID is the FF group ID.

-
The identity is the FF UE ID;

-
The VAL server is the FAE server;

-
The VAL group configuration information is the FF group configuration information;

-
The VAL group configuration data is the FF group configuration information;

-
The VAL group information reference is the FF group information reference; and

-
The VAL services requested is the FF service IDs.
7.0.1.3
Procedures
The following procedures of group management service of SEAL as specified in 3GPP TS 23.434 [5] are applicable for the FF applications:

-
Group creation specified in subclause 10.3.3;

-
Group information query specified in subclause 10.3.4;

-
Group membership specified in subclause 10.3.5;

-
Group configuration management specified in subclause 10.3.6;

-
Location-based group creation specified in clause 10.3.7;

-
Group announcement and join specified in subclause 10.3.8;
-
Group member leave specified in clause 10.3.9;

-
Group list fetch specified in clause 10.3.11;

-
Location-based group update specified in clause 10.3.12;

-
Group deletion specified in clause 10.3.13;
7.0.1.4
APIs

The following APIs of group management service of SEAL as specified in 3GPP TS 23.434 [5] are applicable for the FF applications:

-
SS_GroupManagement API specified in clause 10.4.2;

-
SS_Group_Management_Event API specified in clause 10.4.5 without Notify_TempGroupFormation operation.
* * * End Change * * * *

