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1. Introduction
This contribution proposes to resolve the editor’s note for HR roaming architecture.
2. Reason for Change
In Rel-18, it is expected that SA2 provides how to support local access to the EDN for the VPLMN in HR roaming scenarios. Therefore, the following editor’s note can be coverted to a NOTE saying that how to support local access to the EDN for the VPLMN in HR roaming scenarios is SA2’s responsibility
Editor's note:
Whether and how to support local access to the EDN in the VPLMN for a HR roaming UE is SA2's responsibility.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-98 v1.1.1.
* * * First Change * * * *

6.1.1.2
Home-routed EDGE-4 access to H-ECS
This architecture uses ECSs provided in HPLMN and VPLMN, in which the EEC in the UE obtains services from V-ECS and V-EES. Figure 6.1.1.2-1 shows the architecture for home routed roaming architecture for this model.
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Figure 6.1.1.2-1: Home-routed access to H-ECS
In the HR roaming scenario, the roaming architecture is valid if the UE is supported to access the EDN in the VPLMN (i.e., the local access to the EDN of the VPLMN is supported in the HR roaming scenario). The traffic toward the EDN in the VPLMN (i.e., EDGE-1 traffic and application data traffic between AC and EAS) is not home routed to the HPLMN while the traffic between the EEC and H-ECS over is home routed via VPLMN and HPLMN. 


NOTE:
How to support local access to the EDN for the VPLMN in HR roaming scenarios is SA2’s responsibility.
* * * End of Change * * * *
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