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1. Introduction
This contribution proposes to fix the text format of clause 7.31.2.
2. Reason for Change
The text "Enhancements to 3GPP TS 23.558 Table 8.2.2-1 AC Profile" in clause 7.31.2.2 is formatted as "Normal" style. However, unlike other "Normal" text, the font setting is changed to "Arial - 12pt." To have a consistent style throughout the document and to help readers understand the structure of the clause, it is suggested that this part be separated as a subclause. In addition, a table number is fixed.
3. Conclusions
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-98 v1.1.1.
* * * First Change * * * *
7.31.2.2
Procedure

The following procedure demonstrates the Discovery of a common EAS. 

The procedure supports selection of a common EAS:

-
for the same ACID on UEs of different Users (aware or unaware of each other), within the same EDN

-
for group of ACIDs on UEs of same User within the same EDN

-
per group within the same EDN and for the same ACID(s)

-
for new UEs requesting to join after a common EAS is already selected.

Pre-conditions:

1.
AC Profile is enhanced with Grouping required information that tells whether the AC requires a multi-user session or multi-AC session etc.

2.
EAS registers to EES according to clause 8.4.3 EAS Registration in TS 23.558.
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Figure 7.31.2.2-1: Discover common EAS 
1.
EEC-1 received a trigger to initiate EAS discovery.
2.
EEC-1 performs the EAS discovery, as described in TS 23.558 V17.3.0, where an enhanced AC profile including Grouping required information is included in the request towards EES-1. Grouping required can be for a multi-user session or multi-AC session or a combination of both. Group ID IE (which indicates the ID for grouping of Users of same AC or grouping of ACs.) is present only when the expectation is to enable multiple groups while the UEs are connected to EDN for the same EASID.

3.
EES-1 considers Grouping required information as one of the discovery filters to decide the list of EASes to return in the response to EEC-1's EAS discovery request. The EES-1 checks if there is already a selected EAS corresponding to the received Grouping required information from EEC-1. If it exists then the EES-1 returns the selected EAS. Otherwise, the EES-1 determines the list of EAS as specified in TS 23.558 (Rel-17).

4.
When multiple EASs are discovered for a specific AC, the EEC-1 may select one or more EASs to enable AC communication with one of the selected EASs i.e. the EEC-1 (or AC and EEC-1) selects the initial EAS from the discovered EAS candidates, considering the Grouping required information.

5.
EEC-1 sends a Selected EAS announcement request with AC ID, EASID, EAS endpoint, and UE ID to the selected EES-1 (which is determined based on the selected EAS). The request shall include Group ID IE if this information is present in Step-2. The mapping of selected common EAS with grouping required information and Group ID (if present) is stored at EES-1.

6.
EEC-1 is then responded to by the selected EES-1 with the success/failure of the request.

7.
EES-1 determines which other EESes to be informed about the selected EAS e.g. serving the same AC within the EDN as per the procedure in clause 8.8.3.3 of TS 23.558 for the EES-1 to retrieve the EES-n information from the ECS.7.1 Selected EES-1 contacts ECS along with EASID information of the Selected EAS to determine which other EES(s) serve the same EASID.

7.2 ECS provides endpoint information of other EES(s) as described in table 8.3.3.3.3-2, corresponding to the requested EASID information.

8.
Selected EES-1 then declares common EAS selection to all the determined EESes (EES-n) along with the Grouping required information and Group ID (if present).

9.
EES-n stores the received common EAS information along with the Grouping required information and Group ID (if present) and sends back an acknowledgement to EES-1.

10.
Similar to step-2, EEC-2 performs the EAS discovery, as described in TS 23.558 V17.3.0, where an enhanced AC profile including Grouping required information and optionally Group ID is included in the request towards EES-n. 

Editor's note:
Handling of race conditions e.g. EAS discovery before announcement in Step 8, is FFS.

11.
EES-n checks if there is already a selected EAS corresponding to the received Grouping required information from EEC-2. 

12.
If a common EAS is available, EES-n then informs the selected EAS to the EEC-2. When Group ID is present in Step-10, EES-n checks if common EAS is selected corresponding to the Group ID and inform the selected common EAS to the EEC-2.  Otherwise, Step 3 to Step 9 are performed to select and announce a common EAS.

The EDN configuration information received from ECS may then be used by EEC-1 and EEC-2 for establishing a connection to the common EAS.

7.31.2.3
Enhancements to AC Profile
The following enhancements (highlighted with bold text) are proposed to Table 8.2.2-1 of TS 23.558 [2].
Table 7.31.2.3-1: AC Profile (enhanced)

	Information element
	Status
	Description

	ACID
	M
	Identity of the AC.

	AC Type
	O
	The category or type of AC (e.g. V2X). This is an implementation specific value.

	Grouping required
	O
	Indicates Grouping is required for the application.

	> multi-user session (NOTE 1)
	O
	Indicates application requires multi-user session

	> multi-AC session (NOTE 1)
	O
	Indicates multiple ACs would be part of the session

	>> List of ACIDs (NOTE 2)
	O
	Indicates one or more ACIDs to be part of the session

	Preferred ECSP list
	O
	When used in a service provisioning request, this IE indicates to the ECS which ECSPs are preferred for the AC. The ECS may use this information in the selection of EESs. 

	AC Schedule
	O
	The expected operation schedule of the AC (e.g. time windows)

	Expected AC Geographical Service Area
	O
	The expected location(s) (e.g. route) of the hosting UE during the AC's operation schedule. This geographic information can express a geographic point, polygon, route, signalling map, or waypoint set.

	AC Service Continuity Support
	O
	Indicates if service continuity support is required or not for the application. The IE also indicates which ACR scenarios are supported by the AC and which of these are preferred by the AC.

	List of EASs
	O
	List of EAS that serve the AC along with the service KPIs required by the AC

	> EASID
	M
	Identifier of the EAS

	> Expected AC Service KPIs
	O
	KPIs expected in order for ACs to receive currently required services from the EAS, as described in Table 8.2.3-1

	> Minimum required AC Service KPIs
	O
	Minimum KPIs required in order for ACs to receive meaningful services from the EAS, as described in Table 8.2.3-1

	NOTE 1:
Either one of these or both are present depending on the application scenario.

NOTE 2:
Atleast one ACID is mandatory when multi-AC session IE is present.


Editor's note:
Using list of ACIDs for EAS discovery is FFS
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