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1. Introduction
This proposal is to update the abbreviations.
2. Reason for Change
This proposal is to update the abbreviations.
3. Conclusions
<Conclusion part (optional)>
4. Proposal
It is proposed to agree the following changes to 3GPP TR 23.700-99 


* * * First Change * * * *
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For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1], 3GPP TS 23.434[2] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

<ABBREVIATION>	<Expansion>

Auto-NS-LCM	Automatic Application Layer Network Slice Lifecycle Management
ASP	Application Service Provider
Auto-NS-LCM	Automatic Application Layer Network Slice Lifecycle Management
EDN	Edge Data Network
EGMF	Exposure Governance Management Function
GST	Generic Network Slice Template
KPI	Key Performance Indicator
KQI	Key Quality Indicator
MnS	Management Service
NEF	Network Exposure Function
NEST	Network Slice Template
NOP	Network Operator
NSCE	Network Slice Capability Enablement
NSaaS	Network Slice as a Service
NSI	Network Slice Instance
NSSI	Network Slice Subnet Instance
NWDAF	Network Data Analytics Function
NSACF	Network Slice Admission Control Function
NSC	Network Slice consumer
NSP	Network Slice Provider
NSMF	Network Slice Management Function
OAM	Operation, administration and maintenance
QoE	Quality of Experience
S-NSSAI	Single Network Slice Selection Assistance Information
VAL	Vertical Application Layer
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[AR.4.1.1-a]	The application enablement layer shall support interaction with 3GPP network management system to consume network slice management service. 
NOTE: The consuming of the network slice management service related procedures are specified in TS 28.531[5].
NOTE: The Network Slice Capability Enablement (NSCE) layer acts a service consumer utilizing the management services exposed by EGMF as defined in SA5 TS 28.533[6] if authorized.
[AR-4.1.1-b] The NSCE architecture shall support one or more applications from the same vertical.
[AR-4.1.1-c] The NSCE client shall be able to communicate to multiple NSCE servers.
[AR-4.1.1-d] The API interactions between the vertical application server(s) and NSCE server(s) shall conform to CAPIF as specified in 3GPP TS 23.222 [20].
[AR-4.1.1-e] The NSCE server(s) shall provide a service API compliant with CAPIF as specified in 3GPP TS 23.222 [20].
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