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1. Introduction
This contribution proposes to add SNAAPP Conditional fine-grained user consent use case to the Annex.
2. Reason for Change
To support conditional user consent 
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-95 v1.4.0.
* * * First Change * * * *
A.x
Example of conditional user consent (Location tracking)

A tracking application is based on enabling the user YU on UE Y to track the location of a user XU on UE X. An API Provider AP provides location APIs via CAPIF, with current functionality allowing the corresponding AS/AF to act as API Invoker and provide tracking functionality on behalf of user YU. Current functionality also allows pre-configured policies to indicate whether XU wants to consent/deny location requests from the corresponsding application.

End user XU wants to provide pre-configured policies with finer granularity such as:

· distinguishing between information user (user YU), API Invoker (UE Y or AS/AF) and application

· per condition such as time, user XU location, user YU location, etc.

· distinguishing between the pre-agreed consent, pre-agreed denial, and being prompted for consent or denial.

For example, the UE X end user chooses:

·  "every day during work hours only” to receive API calls requesting consent for any user from a team to request their location, and only if the team member is in the office.

· outside working hours, location requests from the team are pre-configured to be denied.
The denial or consent can apply independent of application, i.e. if consent is denied for the tracking application, team member UY cannot request UE X location during this time via another app.
