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1. Introduction
This pCR proposes to put forward a solution update for solution 2.
2. Reason for Change
In solution 2, that the PEMC replacement can be triggered by PIN server or triggered internally of a PIN. After to be the new PEMC, the PEMC should have the mechanism to pull the PIN information from PIN server. 
Another example is, when user changes the cell phone and another PIN client installed, the PIN client should have the mechanism to pull the PIN information from the PIN server and accomplish the management procedure of PIN. 
3. Conclusions

N/A
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-78 v 0.4.0.
* * * First Change, all new text * * * *

(The procedure from section 7.3.1 to section 7.3.2.3.6 is omitted due to space constraints)
7.3.2.4
Procedures of PIN Profile retrieval
The procedure describes how a PEMC queries the PIN server to obtain the information of a PIN that pre-configured or dynamically created by the PEMC. 
Pre-conditions:

1.
The PEMC in a PIN has been pre-configured or has discovered the address (e.g. IP address, FQDN, URI) of the PIN server;

2.
The PIN has already been created and a PIN ID is distributed by PIN server;

3.
The PEMC has been authorized to communicate with the PIN server;

4.
A PIN client has already received the role of PEMC from PIN server;
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Figure 7.3.2.4-1: Query PIN information
1.
The PEMC sends PIN Profile Query requests (PEMC ID, PIN ID) to the PIN server. If the PEMC is behind a PEGC, the message is encapsulated in the user plane packet.

2.
[Optional] The PIN server determines whether the PEMC is one of the managers of the PIN. The PIN server can have the verification procedure with 5GS. 

3.
The PIN server responds to the PEMC with the PIN Profile, which includes for example, the PIN name, PIN description, List of Device Info (PINE), PIN duration, PEGC information or others. The device information is the information of PINE that in the PIN. 
* * * End of Change * * * *
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