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1. Introduction
Key issue #3 is related to configuration parameters that are required to be applied while establishing the ad hoc group communication. Solution #3 identifies the required parameters. 
2. Reason for Change
This pCR capatures the overall evaluation for the key issue #3.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-76 V1.1.0.
* * * First Change * * * *

8.1.X
Overall evaluation of key issue #3
Key issue #3 is about the configuration parameters that are required to be applied while establishing the ad hoc group communication. Following open issues are considered :
-
Identify the required system or service level configuration parameters and document them.

-
Identify the user level configuration parameters and document them.

-
Identify the default parameters to be configured which will be applied when these parameters are not supplied as part of the ad hoc group communication request by the initiator.

-
How the MCX server shall be able to determine whether the user is authorized to initiate ad hoc group communication.

Solution #3 identifies the configuration parameters that are required to address the open issues listed above and it can serve as basis for the normative work. There were no default parameters identified which needs to be configured. These configuration parameters are applied as described in the below table:
	Parameter description
	Details

	Support of ad hoc group call
	Value of this parameter determines whether ad hoc group communication is supported or not. MC service server rejects the ad hoc group communication if the value of this parameter is set to false.

	Maximum number of participants allowed to participate in an ad hoc group communication
	MC service server rejects the ad hoc group communication request if the number of participants invited for the call is exceeding the value of this parameter. 

	Hang timer for ad hoc group communication
	MC service server terminates the ad hoc group call if there is no traffic for the time duration specified by this parameter.

	Maximum duration for ad hoc group communication
	This parameter value determines maximum allowed time duration for the ad hoc group communication to remain active after which the MC service server will terminate it.

	List of preferred voice codecs for ad hoc group call
	List of codecs, which can be used by the MC service client in the SDP offer.

	Authorised to initiate ad hoc group call
	MC service server uses this parameter to check whether the MC service user is authorized to initiate the ad hoc group call

	Authorised to participate in ad hoc group call
	MC service server uses this parameter to check whether the MC service user is authorized to participate the ad hoc group call

	Authorised to initiate emergency ad hoc group call
	MC service server uses this parameter to check whether the MC service user is authorized to initiate the emergency ad hoc group call

	Authorised to initiate imminent peril ad hoc group call
	MC service server uses this parameter to check whether the MC service user is authorized to initiate the imminent peril ad hoc group call


* * * End Change * * * *

