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* * * * * FIRST CHANGE * * * * *
[bookmark: _Toc424654399][bookmark: _Toc428364987][bookmark: _Toc433209591][bookmark: _Toc453260106][bookmark: _Toc453260993][bookmark: _Toc453279730][bookmark: _Toc459375068][bookmark: _Toc468105305][bookmark: _Toc468110400][bookmark: _Toc477420348][bookmark: _Toc106025855]7.2	Functional model description
Figure 7.2‑1 shows the functional model for the application plane for interworking between MC systems and LMR systems. Functional entities and interfaces depicted on the right-hand side of the IWF‑x interfaces are defined in 3GPP TS 23.280 [5], 3GPP TS 23.379 [7], and 3GPP TS 23.282 [6].




Figure 7.2-1: Functional model for application plane for interworking
[bookmark: _Toc428364956][bookmark: _Toc433209556][bookmark: _Toc453260074][bookmark: _Toc453260961][bookmark: _Toc453279698][bookmark: _Toc459375036][bookmark: _Toc468105270][bookmark: _Toc468110365][bookmark: _Toc477420313][bookmark: _Toc106025856][bookmark: _Toc483460889]* * * * * NEXT CHANGE * * * * *
7.4.4	Reference point IWF‑4 (between the IWF and the location management server)
The IWF‑4 reference point, which exists between the IWF and the location management server, provides location information exchange between an LMR system and the MC system. IWF‑4 is based upon CSC‑22, as defined in 3GPP TS 23.280 [5].
* * * * * END CHANGES * * * * *
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