

	
3GPP TSG-SA WG6 Meeting #51-e	S6-222664
e-meeting, 10th – 19th October 2022	(revision of S6-22xxxx)

	CR-Form-v12.2

	CHANGE REQUEST

	

	
	23.255
	CR
	0030
	rev
	-
	Current version:
	17.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Addition of multi-USS capabilities to UAE layer registration

	
	

	Source to WG:
	InterDigital

	Source to TSG:
	SA6

	
	

	Work item code:
	UASAPP_Ph2
	
	Date:
	2022-09-27

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Addition of multi-USS capabilities to UAE layer registration is missing.

	
	

	Summary of change:
	The addition of multi-USS capabilities to UAE layer registration is added.
Some editorials are corrected.

	
	

	Consequences if not approved:
	The addition of multi-USS capabilities to UAE layer registration will still be missing.

	
	

	Clauses affected:
	7.1a.2.1.2, 7.1a.3.1, 7.1a.3.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1
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[bookmark: _Toc75370444][bookmark: _Toc9812640][bookmark: _Toc9812396][bookmark: _Toc536270940][bookmark: _Toc536270633][bookmark: _Toc528832302][bookmark: _Toc528832112][bookmark: _Toc98808099]7.1a.2.1.2	Procedure
Pre-conditions:
-	The UAE client has discovered the UAE server and is aware of the address of the UAE server (e.g. FDQN).
NOTE:	How the UAE client is provisioned with the UAE server information is outside the scope of the current document.
-	The UAV/UAV-C has already been assigned with the UAV ID.


Figure 7.1a.2.1.1-1: Procedure for registering the UAE client at the UAE server
1.	The UAE client sends a registration request to the UAE server.
2.	The UAE server performs authentication and authorization check (e.g. based on pre-provisioned security information or by interacting with UAS application specific server (e.g. USS/UTM)).
3.	The UAE server sends an registration response to the UAE client indicating success or failure of the registration.
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[bookmark: _Toc75370438][bookmark: _Toc9812634][bookmark: _Toc9812390][bookmark: _Toc536270934][bookmark: _Toc536270627][bookmark: _Toc98808107]7.1a.3.1	Registration request
Table 7.1a.3.1-1 describes the information flow for a UAE client to register with the UAE server.
Table 7.1a.3.1-1: Registration request
	Information element
	Status
	Description

	UAV ID
	M
	The identifier of the UAV/UAV-C (e.g. 3GPP UE ID or CAA level UAV ID) which initiates the registration request

	UAS UE information
	O
	UAS UE information like IP address, Multi-USS capabilities, etc.

	Proposed registration lifetime (NOTE)
	O
	Proposed to registration lifetime.

	NOTE:	If Proposed registration lifetime IE is not included, then the registration lifetime is valid until explicit deregistration is performed.
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[bookmark: _Toc98808111]7.1a.3.5	Registration update request
Table 7.1a.3.5-1 describes the information flow for a UAE client to update registration with the UAE server.
Table 7.1a.3.5-1: Registration update request
	Information element
	Status
	Description

	UAV ID
	M
	The identifier of the UAV/UAV-C (e.g. 3GPP UE ID or CAA level UAV ID) which initiates the registration request

	UAS UE information
	M
	UAS UE information like IP address, Multi-USS capabilities, etc.

	Proposed registration lifetime
	O
	Proposed to registration lifetime.
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