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1. Introduction
This contribution proposes to update a figure for discovery of a common EAS.
2. Reason for Change
Since the procedure is to discover a common EAS-1(A), Figure 7.29.2.2-1 does not need to include EAS-1(B).
3. Conclusions
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-98 v1.2.0.
* * * First Change * * * *
7.29.2.2
Procedure

The following procedure demonstrates the signalling for 2 UEs only, but the same principles can be applied to a larger number of UEs.

Pre-conditions:

1.
ACs have registered with an AS in the cloud to participate in a real-time multi-user session. During the registration, the AS provided the ACs with the Group ID and the Expected group geographical service area (which may be a single coordinate or an area including the UE locations, see clause 7.29.2.1). Dependent on user consent, the AS also forwards the location information of the other UE(s) to each of the ACs. If user consent is not available, the AS may send a " group size for EAS discovery" parameter to the ACs.
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Figure 7.29.2.2-1: Discovery of a common EAS 
1.-2.
Each AC requests its EEC to perform EAS discovery. The request includes the AC profile, the Group profile IE, including optionally, the Expected group geographical service area, or the location information of the other UEs involved in the multi-user session in the request.
3.-4.
EEC1 and EEC2 initiate service provisioning, including the AC profile, the Group profile IE including the Expected group geographical service area.

5.-6.
Based on the AC profile, Group profile including the Expected group geographical service area and the other information provided by the EEC, the ECS determines a suitable common EES and includes it in the service provisioning response. If more than one suitable EES is available, the ECS can use additional information as input parameter to determine a unique EES.

NOTE 1:
For example, the ECSs can use the Group ID and an algorithm shared between the ECSs to derive the common EES from the list of available EESs.


If the ECS wants to provision the EECs with additional EESs, e.g., for service continuity, then the common EES is included as first EES in the first entry of the list of EDN configuration information.
7.-8.
EEC1 and EEC2 initiate EAS discovery towards the common EES, including the AC profile, the Group profile IE which optionally includes the Expected group geographical service area or the location information of all UEs involved in the multi-user session.

9.-10.
The EES initiates determination of a common EAS for the EECs based on different criteria, dependent the received parameters and the application, e.g.:

i)
immediately upon receipt of the first EAS discovery request, based on the Expected Group geographical service area or the location information of all UEs involved in the multi-user session, if received;

ii)
when the number of EAS discovery request is greater or equal to the "group size for EAS discovery" parameter; or

iii)
a pre-defined time after receipt of the first EAS discovery request,


taking into account the Expected Group geographical service area or the UE location information received by this point in time and possibly other information included in the EAS discovery request, e.g., Group ID.
NOTE 2:
The EES can also utilize the capabilities of the 3GPP core network to determine a UE location.


The EES includes the determined common EAS, e.g. EAS-1(A), in the EAS discovery response.
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