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1. Introduction
Solution #6 captures the details of the profile information which is utilized for the management of PIN. These information are categorized as PIN profile, PIN dynamic profile and PIN client profile.
2. Reason for Change
Solution #6 has the below EN :
Editor's note: Relationship between the PIN profile and dynamic profile information of PIN is FFS. 
This pCR clarifies the relationship between the PIN profile and dynamic profile information and proposes to delete the Editor’s note.

PIN profile information is maintained at the PIN server and PEMC permanently till the PIN is deleted. It is created/configured by the PIN owner/PIN admin. It contains the information like PIN description, list of PIN elements who are authorized to join the PIN, list of PIN elements that are authorized to act as PEGC/PEMC etc., Basically this profile contains the details of the PIN which are static in nature and would not change dynamically without PIN owner/admin intervention.
PIN dynamic profile information is maintained at the PIN server, PEMC and PEGC till the PIN is in active state. Once the PIN is deactivated this information is cleared. It contains the information like the list of PIN elements who has joined the PIN, services currently being offered by the PIN, who has the role of PEMC, PEGC etc., These information keeps getting updated dynamically when any of the following events occurs (list is just example and not exhaustive) :
1. When a PIN element joins the PIN

2. When a PIN element leaves the PIN

3. Role change of PEMC/PEGC occurs

4. Services offered by the PIN element changes

5. Etc., 

3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-78 V0.5.0.
* * * First Change * * * *

7.7.2.3
Dynamic profile information of a PIN

Table 7.7.2.3-1 describes the list of parameters that are classified as dynamic profile information and which are maintained at the PIN server, PEMC and PEGC. Dynamic profile information maintained at these entities are updated based on the following events occurring in the PIN:

-
PINE joins or leaves the PIN;

-
Role of PEMC or PEGC changes;

-
When the services offered by the PIN changes;

-
When a PINE updates the services it offers;

-
When a PINE joins or leaves the PIN;

Table 7.7.2.3-1: Dynamic profile information of a PIN
	Parameter Name
	Parameter Description
	PIN Server
	PEMC
	PEGC

	PIN ID 
	The identifier of the PIN
	Y
	Y
	Y

	PIN Description
	Human-readable description of the PIN, for example, the company name, location or the type of service.
	Y
	Y
	Y

	Services offered
	List of services offered by the PIN
	Y
	Y
	N

	Duration
	Time period specifying how long the PIN can be active
	
	
	

	PEMC list
	The list of identifiers of the PIN elements which are currently serving as PEMC (e.g.: PIN client ID, UE GPSI etc.,)
	Y
	Y
	Y

	> PEMC Endpoint
	Endpoint information of each PEMC (e.g. URI, FQDN, IP address) used to communicate with the PEMC. 
	
	
	

	> Duration
	Time period of being PEMC
	
	
	

	PEGC list
	The list of identifiers of the PIN elements which are currently serving as PEGC (e.g.: PIN client ID, UE GPSI etc.,)
	Y
	Y
	Y

	> PEGC Endpoint
	Endpoint information of each PEGC (e.g. URI, FQDN, IP address) used to communicate with the PEGC. 
	
	
	

	> Duration
	Time period of being PEGC
	
	
	

	> PIN Elements details
	List of PIN elements being served by PEGC and their connectivity information
	
	
	

	PIN Server ID
	The identifier of the PIN server that serves the PIN
	N
	Y
	Y

	PIN server Endpoint
	Endpoint information (e.g. URI, FQDN, IP address) used to communicate with the PIN server. 
	N
	Y
	Y

	PIN Elements List
	List of PIN elements currently registered/joined the PIN
	Y
	Y
	N

	> PIN Element ID
	Identifty of the PIN element
	
	
	

	> Services offered
	Services offered by the the PIN element
	
	
	

	> Reachability information
	Reachability information of the PIN element
	
	
	



* * * End Change * * * *

