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1. Introduction
This paper adds architecture requirement on ECS discovery, and solves an editor’s note.
2. Reason for Change

In solution #4 and #5 of key issue #10, EEC shall know V-ECS as pre-condition. This means the requirement of machanism to provide appropriate ECS to UE when roaming, which should be added in architecture requirement of ECS discovery.
Another aspect this contribution addresses is that there exists the following Editor’s note in the current TR 23.700-98 specification:
Editor's note:
How the EDGEAPP architecture works in different roaming scenarios is FFS.
Architectures of both local breakout and home routed are specified in TR 23.700-98 clause 6.1, and the issue can be covered by the modifued requirement in clause 5.3.2. It is proposed to remove this editor’s note.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-98 v1.2.0.
* * * First Change * * * *

5.3
ECS discovery
5.3.1
General

This clause specifies the requirements for ECS discovery to address the key issue #6 on edge services support across ECSPs in clause 4.6 and to the key issue #10 on support for roaming UEs in clause 4.10.

5.3.2
Requirements

The following is the architectural requirement to support ECS discovery in the EDGEAPP Rel-18 architecture.
-
The application layer architecture shall provide mechanisms for ECS to discover available ECS which may have suitable EES, to support UE mobility between ECSPs.
-
It shall provide mechanisms for provisioning UE with available ECS which may have suitable EES, to support UE mobility between ECSPs.
* * * End of Changes * * * *

