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	Reason for change:
	In the current specification, a generic procedure for switching and dedicated switching procedures are defined for the MCData and MCVideo. Dedicated clause is missing for describing the procedure for switching from MBS session to unicast bearer or eMBMS bearer for MCPTT.   

	
	

	Summary of change:
	 Dedicated clause is added for describing the procedure for switching from MBS session to unicast bearer or eMBMS bearer for MCPTT.
In 7.3.3.11.3 and 7.3.3.12.3: The title and part of description is updated to cover the switching is not one one but is vice versa and across the access technology (LTE and 5G)
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* * * First Change * * * *
[bookmark: _Toc91860567][bookmark: _Toc114866257]7.3.3.10.5 	Switching between 5G MBS session, 5G unicast PDU session, LTE eMBMS bearer, and LTE unicast bearer for MCPTT
The MCPTT service shall support the procedure for switching between 5G MBS session, 5G unicast PDU session, LTE eMBMS bearer and LTE unicast bearer as specified in clause 7.3.3.8 and clause 7.3.3.9 with the following clarifications:
-	The MC service client is the MCPTT client;
-	The MC service server is the MCPTT server; and
-	The MC service ID is the MCPTT ID.
The MCPTT service shall use the MCPTT-1, MCPTT-4, MCPTT‑7, MCPTT-8 and MCPTT‑9 reference points for this procedure.
[bookmark: _Toc91862873][bookmark: _Toc114866252]* * * Next Change * * * *
7.3.3.11.3		Switching between 5G from MBS session to, 5G unicast PDU session or, LTE eMBMS bearer, and LTE unicast bearer for MCVideo
The MCVideo service shall support the procedure for switching between 5G from MBS session, to 5G unicast PDU session, LTE eMBMS bearer and LTE unicast bearer as specified in clause 7.3.3.8 and clause 7.3.3.9 with the following clarifications:
-	The MC service client is the MCVideo client;
-	The MC service server is the MCVideo server; and
-	The MC service ID is the MCVideo ID.
The MCVideo service shall use the MCVideo-1, MCVideo-4, MCVideo‑7, MCVideo-8 and MCVideo‑9 reference points for this procedure.
* * * Next Change * * * *
7.3.3.12.3 	Switching between 5G from MBS session to, 5G unicast PDU session, LTE eMBMS bearer, or and LTE eMBMS unicast bearer for MCData
The MCData service shall support the procedure for switching between 5G from MBS session, 5G unicast PDU session, to unicastLTE eMBMS bearer, or and LTE unicast eMBMS bearer as specified in clause 7.3.3.8 and clause 7.3.3.9 with the following clarifications:
-	The MC service client is the MCData client;
-	The MC service server is the MCData server; and
-	The MC service ID is the MCData ID.
The MCData service shall use the MCData-SDS-1, MCData-SDS-2, MCData-FD-1, MCData‑FD-3, MCData-DS-1 and MCData‑DS-3 reference points for this procedure.
* * * End of Changes * * * *


