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1. Introduction

This contribution proposes to add the service requirement as common information elements. 

2. Reason for Change

The terms used to indicating the network slice related requirements are inconsistent, like the Service requirement, network slice requirements. They are all about the VAL application requirements pertaining to the slice(s), so the information element should be aligned. 
4. Proposal

It is proposed to agree the following changes to TS 23.435.

* * * First Change * * * *

9.1
General

9.1.1
Common Information Elements

This clause provides descriptions for Information Elements which are commonly used in several procedures.
9.1.1.1
Service requirement
The service requirement indicating the VAL application requirements pertaining to the slice(s). 
Table 9.1.2-1: Service requirement
	Information element
	Status
	Description

	VAL service ID(s)
	M
	The identification of the application ID related with the service requirement.

	VAL service KPIs
	O
	KPIs including application QoS requirements (latency, error rates, throughput, jitter,..)

	Slice identifier(s)
	M
	S-NSSAI or NSI for which the request applies

	Application layer Service Profile
	O
	The properties of network slice related requirement. If Service Profile is known by the VAL server, it can be provided to the NSCE server. The GST defined by GSMA (see clause 2.2 in [5]) and the performance requirements defined in clause 7 TS 22.261 [6] are all considered as input for it.

	Area of interest
	O
	The geographical or service area for which the requirement request applies


* * * Next Change * * * *

9.3.4.2
VAL application requirement request

Table 9.3.4.2-1 describes information elements for the VAL application requirement request from the VAL server to the NSCE server.

This request provides the service requirements / KPIs, the capability exposure requirements and a preferred/subscribed slice identification (e.g., S-NSSAI or ENSI).

Table 9.3.4.2-1: VAL application requirement request

	Information element
	Status
	Description

	VAL server ID
	M
	The identifier of the VAL server

	Service requirements 
	M
	The VAL application requirements pertaining to the slice(s) as defined in table 9.1.2-1

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	Time validity
	O
	The time validity of the request

	NOTE: One of this shall be present


* * * Next Change * * * *

9.4.3.2
Application layer network slice lifecycle management subscribe request
Table 9.4.3.2-1 describes information elements for the application layer network slice lifecycle management subscribe request from the VAL server to the NSCE server.

Table 9.4.3.2-1: AppLayer-NS-LCM Subscribe
	Information element
	Status
	Description

	Requestor Identifier
	M
	Unique identifier of the requestor (i.e. VAL server ID).

	Security credentials
	M
	Security credentials resulting from a successful authorization for the NSCE service.

	Notification Target Address
	O
	The Notification Target Address (e.g. URL) where the notifications destined for the requestor should be sent to.

	Service requirements 
	M
	The VAL application requirements pertaining to the slice as defined in table 9.1.2-1

	
	
	

	AppLayer-NS-LCM notification indication
	M
	Indicates whether to notify the VAL server/consumer about the AppLayer-NS-LCM

	>AppLayer-NS-LCM notification address (NOTE)
	O
	The address (e.g. URL) of the consumer that can receive the AppLayer-NS-LCM notification 

	Trigger condition
	O
	Indicates the monitored parameters and the corresponding thresholds which could trigger the AppLayer-NS-LCM.
The supported trigger conditions are:
- The Network Slice load exceeds the threshold.
- The collected Network Slice performance exceeds the threshold;
- The collected QoE exceeds the threshold.

	Proposed expiration time
	O
	Proposed expiration time for the subscription

	NOTE:
When the AppLayer-NS-LCM recommendation notification is needed, AppLayer-NS-LCM notification indication should be provided.


