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[bookmark: _Toc526019535][bookmark: _Toc98808160]* * *   First Change   * * *
8	APIs
Editor’s Note:	The additions to the API due to change of USS is FFS.
[bookmark: _Toc536270712][bookmark: _Toc536271019][bookmark: _Toc9812496][bookmark: _Toc9812740][bookmark: _Toc67934657][bookmark: _Toc98808161]* * *   Next Change   * * *
[bookmark: _Toc536270714][bookmark: _Toc536271021][bookmark: _Toc9812498][bookmark: _Toc9812742][bookmark: _Toc67934659][bookmark: _Toc98808163]8.2.1	General
Table 8.2.1-1 illustrates the UAE server APIs.
Table 8.2.1-1: List of UAE server APIs
	API Name
	API Operations
	Known Consumer(s)
	Communication Type

	UAE_C2OperationModeManagement API
	Manage_C2OperationMode
	UAS application specific server
	Request/ Response

	
	Notify_SelectedC2Mode (NOTE)
	UAS application specific server
	Subscribe/notify

	
	Notify_C2ModeSwitching (NOTE)
	UAS application specific server
	Subscribe/notify

	
	Notify_C2OperationModeManagementComplete (NOTE)
	UAS application specific server
	Subscribe/notify

	UAE_RealtimeUAVStatus API
	Subscribe_RealtimeUAVStatus
	UAS application specific server
	Subscribe/notify

	
	Unsubscribe_RealtimeUAVStatus
	UAS application specific server
	Subscribe/notify

	
	Notify_RealtimeUAVStatus
	UAS application specific server
	Subscribe/notify

	UAE_ChangeUSSManagement API
	Manage_USSManagement
	UAS application specific server
	Request/ Response

	
	Notify_USSManagementComplete
	UAS application specific server
	Subscribe/notify

	
	Manage_USSChange
	UAS application specific server
	Request/ Response

	
	Notify_USSChange
	UAS application specific server
	Subscribe/notify

	
	Notify_USSChangeTrigger
	UAS application specific server
	Subscribe/notify

	NOTE:	The subscribe operation for Notify_C2OperationModeManagementComplete, Notify_SelectedC2Mode and Notify_C2ModeSwitching is part of Configure_C2OperationMode



[bookmark: _Toc9812499][bookmark: _Toc9812743][bookmark: _Toc67934660][bookmark: _Toc98808164]* * *   Next Change   * * *
8.2.4	UAE_ChangeUSSManagement API
8.2.4.1	General
API description: This API enables the UAS application specific server to communicate with the UAE server to send policies, requests for change of USS for the UAS and receive notifications from the UAS UEs (i.e. UAV) about change of USS.
8.2.4.2	Manage_USSManagement operation
API operation name: Manage_USSManagement
Description: Manage (initiate, change or delete) the configuration of the policies for change of USS for the UAS UEs.
Known Consumers: UAS application specific server.
Inputs: Refer clause 7.6.3.1.
Outputs: Refer clause 7.6.3.2.
See clause 7.6.2.1 for the details of usage of this API operation.
8.2.4.3	Notify_USSManagementComplete operation
API operation name: Notify_USSManagementComplete
Description: Notification about the USS management completion by UAE server.
Known Consumers: UAS application specific server.
Inputs: Refer clause 7.6.3.3.
Outputs: None.
See clause 7.6.2.1 for the details of usage of this API operation.
8.2.4.4	Manage_USSChange operation
API operation name: Manage_USSChange
Description: Manage change of USS on request from UAS application specific server.
Known Consumers: UAS application specific server.
Inputs: Refer clause 7.6.3.6.
Outputs: Refer clause 7.6.3.7.
See clause 7.6.2.3 for the details of usage of this API operation.
8.2.4.5	Notify_USSChange operation
API operation name: Notify_USSChange
Description: Notification about the change of USS required by UAS UE.
Known Consumers: UAS application specific server.
Inputs: Refer clause 7.6.3.8.
Outputs: None.
See clause 7.6.2.4 for the details of usage of this API operation.
8.2.4.6	Notify_USSChangeTrigger
API operation name: Notify_USSChangeTrigger 
Description: Notify a trigger event related to the recommended change of USS.
Known Consumers: UAS application specific server.
Inputs: Refer clause 7.6.3.9.
Outputs: None.
See clause 7.6.2.5 for the details of usage of this API operation.
* * *   End of Change   * * *
