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* * * First Change * * * *
[bookmark: _Toc122516676]9.3	Procedures and information flows for Location management (on-network)
9.3.x	Location service registration procedure
[bookmark: OLE_LINK34][bookmark: OLE_LINK35]Before the Location Management Server requesting the location information for the target UE, the Location Management Client may register the available location services to the LM Server to report the UE’s location capabilities.
Figure 9.3.x-1 illustrates the procedure of client-triggered location service registration.



Figure 9.3.x-1: Location service registration procedure
1.	The LM Client of a VAL UE sends location service registration request to the LM Server, with the identifier of the UE (e.g. GPSI) and UE-based location capabilities. 
2.	The LM Server checks authorization for the VAL UE's registration request.
3.	After successful authorization, LM Server sends location service registration response to the LM Client and stores the UE identifier information and location capabilities.

* * * Next Change * * * *
9.3.2	Information flows for location information
9.3.2.x	Location service registration request
Table 9.3.2.x-1 describes the information flow from the location management client to the location management server for registration of the location service.
Table 9.3.2.x-1: Location service registration request
	Information element
	Status
	Description

	Identity
	M
	Identity of the VAL user or identity of the VAL UE.

	VAL service ID
	O
	[bookmark: OLE_LINK62][bookmark: OLE_LINK63]Identity of the VAL service for which the location service is registered.

	Location capability
	O
	The information of location capability of VAL UE for which the location service is registered.

	>access type
	O
	Identity of the available access type of the VAL UE.

	>positioning method
	O
	Identity of the available positioning methods of the VAL UE.



[bookmark: _GoBack]* * * Next Change * * * *

9.3.2.y	Location service registration response
Table 9.3.2.y-1 describes the information flow from the location management server to the location management client for the location service registration response.
Table 9.3.2.y-1: Location service registration response
	Information element
	Status
	Description

	Registration status
	M
	It indicated the registration result.




* * * End of Changes * * * *
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