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1. Introduction
Clarify the relationship between VAL server and MSGin5G Server functionality, including reference points.
2. Reason for Change
Unclear functionality. 
3. Proposal
It is proposed to agree the following changes to 3GPP TS 23.433 V1.1.0.



[bookmark: _Hlk127719664]* * * First Change * * * *
[bookmark: _Hlk117502870][bookmark: _Toc117364470][bookmark: _Toc126102836]B.2	SEALDD utilizing MSGin5G
MSGin5G functionalities described in 3GPP TS 23.554 [7] are integrated in SEALDD enabler layer. As shown in Figure B.2-1, MSGin5G client functionality is integrated with that of the in SEALDD client, and MSGin5G server functionality is integrated with that of thein SEALDD server. 
The VAL servers and clients of the SEALDD deployment act, respectively, as the Application Servers and Application Clients of the MSGin5F deployment.
SEALDD server and SEALDD client can use MSGin5G functionalities to send SEALDD traffic as payload in MSGin5G messages format. The MSGin5G clients and servers deliver the SEALDD payload to the respective SEALDD clients and servers.
NOTE: The delivery of SEALDD payloads between integrated MSGin5G and SEALDD clients or between integrated MSGin5G and SEALDD servers is implementation specific.



 


Figure B.2-1 SEALDD utilizing MSGin5G.

Editor’s Note: It is FFS whether discovery of the MSGin5G by the VAL Server is included in the discovery of the SEALDD server, and how. 
Editor’s Note: It is FFS whether use of MSGin5G functionality is decided by the SEALDD layer, VAL/App layer or both and how. It is also FFS how the other stakeholders are provided with the knowledge of the deployment topology.
Editor’s Note: The usecase for SEALDD utilizing MSGin5G services is FFS.
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