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* * * First Change * * * *
[bookmark: _Toc114871760]8.3.x	MSGin5G deferred delivery
This procedure applies when an MSGin5G outbound message is received at the MSGin5G Server in the terminating side and the recipient UE is not registered, the MSGin5G Servicer in the terminating side may perform the procedure for deferring messages and pushing the deferred messages once the target recipient becomes registered.
Figure 8.3.x-1 shows the procedure for the MSGin5G deferred delivery.
Pre-conditions:
1.	The MSGin5G Client or Application Server has registered to the MSGin5G Server at least once and the MSGin5G Client Profile or Application Server Profile is still stored on the MSGin5G Server (these information has not been deleted due to the registration expiration).
2.	The recpient MSGin5G Client is not registered and deferred delivery is supported based on the service policy.


Figure 8.3.x-1: Store and forward procedure
1.	The MSGin5G outbound message procedure is started on the MSGin5G Server in the terminating side. The MSGin5G Server checks the registration status of the recpient and service policy, and then decides that the deferred delivery is needed. The MSGin5G Server stores the message.
2.	Before the message expiration, the recipient MSGin5G UE registers on the MSGin5G Server as specified in clause 8.2.1.
3.	MSGin5G Server in the terminating side delivers the stored MSGin5G message to the recipient MSGin5G UE as specified in clause 8.3.3.
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