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/************************ First change ******************************/
[bookmark: _Toc131207793]10.10.3.3.2	Ad hoc group emergency alert cancel
Figure 10.10.3.3.2-1 illustrates the procedure for the MC service client cancelling an ad hoc group emergency alert associated with an ad hoc group i.e., MC service users on MC service client 1, MC service client 2 and MC service client 3 belong to the same ad hoc group.
Pre-conditions:
1.	The MC service client 1 is authorised to cancel the ad hoc group emergency alert (as configured in the user profile data according to 3GPP TS 23.379 [16], 3GPP TS 23.281 [4] or 3GPP TS 23.282 [5]).
2.	The initiating MC service client 1 is a participant of the ad hoc group associated with the ongoing emergency alert.


[bookmark: _Hlk121239935]Figure 10.10.3.3.2-1: Ad hoc group emergency alert cancel
1.	The MC service user at the MC service client 1 initiates an ad hoc group emergency alert cancel to inform the MC service server that alert is to be cancelled.
NOTE:	The ad hoc group emergency alert cancel request can carry an indication to also request that the in-progress emergency of the group is to be cancelled. The MC service server can accept or deny the request to cancel the in-progress emergency state of the group, separately from accepting or denying the request to cancel the emergency alert at MC service client 1.
2.	MC service client 1 sends an ad hoc group emergency alert cancel request to the MC service server. If the cancel request is for another MC service user that initiated this emergency alert, that user’s MC service ID shall be included in the request.
3.	MC service server uses the ad hoc group ID to select the participants of that ad hoc group.
4.	The MC service server sends the ad hoc group emergency alert cancel response to the MC service client 1 to confirm the ad hoc group emergency alert cancel request.
5.	The MC service server sends an ad hoc group emergency alert cancel request towards the participants of the ad hoc group associated with the ad hoc group emergency alert. If there is no ongoing communication in the ad hoc group or once the communication in the ad hoc group is terminated, the MC service client removes the ad hoc group information.
[bookmark: _Hlk120697408]6.	MC service users are notified of the ad hoc group emergency alert cancellation and the MC service emergency state is cleared.
7.	The receiving MC service clients send the ad hoc group emergency alert cancel response to the MC service server to acknowledge the ad hoc group emergency alert cancel. 
If there is no other ongoing communication in the ad hoc group or once the communication in the ad hoc group is terminated, the MC service server removes the ad hoc group ceases to exist.
/************************ Next change ******************************/
10.10.3.3.4	Leaving an ad hoc group emergency alert
During an ongoing ad hoc group emergency alert, the MC service server continuously checks if MC service users still meet the conditions of the emergency alert.
As illustrated in Figure 10.10.3.3.4-1 MC service client is removed from the ad hoc group associated with an ongoing ad hoc group emergency alert as the MC service client does not meet the criteria for the alert any longer and the emergency alert is removed from the MC service client.
Pre-conditions:
1.	An ad hoc group emergency alert has been initiated and the related ad hoc group exists.
2.	The MC service server is aware of the criteria for leaving an ad hoc emergency alert.


Figure 10.10.3.3.4-1: Leaving an ad hoc group emergency alert
1.	MC service server acquires the latest information of the MC service user at the MC service client and checks whether the criteria for the ad hoc group emergency alert are still met.
2.	The MC service server sends an ad hoc group emergency alert cancel request to MC service client. The MC service client is removed from the ad hoc group. If there is no ongoing communication in the ad hoc group or once the communication in the ad hoc group is terminated, the MC service client removes the ad hoc group information.
3.	MC service client notifies the MC service user that the emergency alert is cancelled.
4.	The receiving MC service client sends the ad hoc group emergency alert cancel response to the MC service server to acknowledge that the ad hoc group emergency alert is cancelled for this MC service user. 
NOTE:	 If a communication is ongoing in the ad hoc group for the MC service user, the MC service server will wait to remove the MC service user from the ad hoc group until the communication is terminated. If there is no MC service user leaves the ad hoc group, the MC service server may removes the ad hoc group.
Editor's note:	It is FFS whether a notification to the ad hoc group emergency alert participants is sent about leaving the alert.
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