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The EAS bundle association information can be a list of EASIDs or a bundle association ID, EAS bundle association requirements. EAS bundle association ID establishes an association between the EASs. When included in the EAS profile, EAS bundleassociation ID denotes the bundleassociation to which the EAS belongs. When included in the AC profile EAS bundleassociation ID is used to perform different Edge Enabler Layer operations, such as EAS discovery. Edge Enabler Layer handles the EASs belonging to the same bundleassociation as required by related EAS bundleassociation requirements as described in clause 8.2.x.
NOTE 1:	Both, EAS bundleassociation ID and EAS bundleassociation requirements, are provided by the ASP.
NOTE 2:	BundleAssociation ID is necessary when the affinity between bundled associated EASs is strong (e.g., co-deployment and co-migration is essential), and the related ASPs which provide the AC and bundled associated EASs established the bundleassociation. List of EASIDs is required when the affinity between the bundled associated EASs is weak (e.g., co-deployment and co-migration is only "nice to have").
Editor's Note: it is FFS whether the term of bundle EAS, composite EAS, association EAS should be aligned, if required, then the corresponding alignment is required in this specification.
	* * * NEXT Change * * * *	
8.2.4	EAS Profile
Table 8.2.4-1: EAS Profile
	Information element
	Status
	Description

	EASID 
	M
	The identifier of the EAS

	EAS Endpoint
	M
	Endpoint information (e.g. URI, FQDN, IP address) used to communicate with the EAS. This information maybe discovered by EEC and exposed to ACs so that ACs can establish contact with the EAS.

	List of EAS bundleassociation information
	O
	List of EAS bundlesassociation to which the EAS belongs and related bundling association requirements.

	> BundleAssociation ID (NOTE2)
	M
	BundleAssociation ID as described in clause 7.2.10.

	> list of EAS ID
	
	List of EAS ID to be invoked by the EAS for EAS driven associated EAS

	ACID(s)
	O
	Identifies the AC(s) that can be served by the EAS 

	EAS Provider Identifier
	O
	The identifier of the ASP that provides the EAS.

	Allowed MNO information
	O
	Information of the allowed operator (e.g. MNO name, PLMN ID) from which its subscriber can consume the EAS services

	EAS Type
	O
	The category or type of EAS (e.g. V2X)

	EAS description
	O
	Human-readable description of the EAS 

	EAS Schedule
	O
	The availability schedule of the EAS (e.g. time windows)

	EAS Geographical Service Area
	O
	The geographical service area that the EAS serves. ACs in UEs that are located outside that area shall not be served.

	EAS Topological Service Area
	O
	The EAS serves UEs that are connected to the Core Network from one of the cells included in this service area. ACs in UEs that are located outside this area shall not be served. See possible formats in Table 8.2.7-1.

	EAS Service KPIs
	O
	Service characteristics provided by EAS, detailed in Table 8.2.5-1

	EAS service permission level
	O
	Level of service permissions e.g. trial, gold-class supported by the EAS

	EAS Feature(s)
	O
	Service features e.g. single vs. multi-player gaming service supported by the EAS

	EAS Service continuity support
	O
	Indicates if the EAS supports service continuity or not. This IE indicates which ACR scenarios are supported by the EAS, also indicates the EAS ability of handling bundled EAS ACR.

	EAS Transport layer service continuity support
	O
	This IE indicates the EAS service continuity support for seamless transport layer (e.g. TCP/TLS/QUIC) relocation

	General context holding time duration (NOTE1)
	O
	The time duration that the EAS holds the context before the AC connects to the EAS in case of ACR for service continuity planning. It is an indication of the time the EAS holds the application context for a UE to move to its service area after receiving an ACR notification from the EES following an ACR request from the EEC.  


	List of EAS DNAI(s)
	O
	DNAI(s) associated with the EAS. This IE is used as Potential Locations of Applications in clause 5.6.7 of 3GPP TS 23.501 [2].

It is a subset of the DNAI(s) associated with the EDN where the EAS resides.

	List of N6 Traffic Routing requirements
	O
	The N6 traffic routing information and/or routing profile ID corresponding to each EAS DNAI.

	EAS Availability Reporting Period
	O
	The availability reporting period (i.e. heartbeat period) that indicates to the EES how often it needs to check the EAS's availability after a successful registration.

	EAS Status
	O
	The status of the EAS (e.g. enabled, disabled, etc.) 

	NOTE1:	Since the EASID of the EAS identifies the type of the application (e.g. SA6Video, SA6Game etc) as described in clause 7.2.4, "General context holding time duration" determined by EAS can depend on the EASID (type of the application).
NOTE2:    when only associated ID is provided, then it indicate the AC driven association EAS case.



Editor's Note:	Whether EAS bundle requirement is needed in EAS profile or EAS discovery filters is FFS.
NOTE:	The EAS Transport layer service continuity support can be used in EAS discovery, e.g. as described in 3GPP TS 23.433 [26] for SEALDD server acting as EAS, which can further support the EAS IP replacement function.

	* * * NEXT Change * * * *	
8.2.6	EES Profile
The EES profile includes information about the EES and the services it provides.
Table 8.2.6-1: EES Profile
	Information element
	Status
	Description

	EESID 
	M
	The identifier of the EES

	EES Endpoint
	M
	Endpoint information (e.g. URI, FQDN, IP address) used to communicate with the EES. This information is provided to the EEC to connect to the EES.

	EASIDs
	M
	List of EASIDs registered or expected to be registered with the EES.

	> List of EAS bundle associated information
	O
	List of EAS association bundles to which the EAS belongs and related associated bundling requirements.

	>> AssociationBundle ID 
	M
	A bundle association ID as described in clause 7.2.10. 

	Instantiable EAS information
	O
	The EAS instantiation status per EASID (e.g. instantiated, instantiable but not be instantiated yet).

	> Instantiation criteria (see NOTE)
	O
	The criteria upon which EAS can be instantiated (e.g. based on specific date and time).

	EEC registration configuration
	M
	Indicates whether the EEC is required to register on the EES to use edge services or not.

	ECSP ID
	O
	The identifier of the ECSP that provides the EES.

	EES Topological Service Area
	O
	The EES serves UEs that are connected to the Core Network from one of the cells included in this service area. EECs in UEs that are located outside this area shall not be served. See possible formats in Table 8.2.7-1.

	EES Geographical Service Area
	O
	The area being served by the EES in Geographical values (as specified in clause 7.3.3.3)

	List of EES DNAI(s)
	O
	DNAI(s) associated with the EES. This IE is used as Potential Locations of Applications in clause 5.6.7 of 3GPP TS 23.501 [2].

It is a subset of the DNAI(s) associated with the EDN, where the EES resides.

	EES Service continuity support
	O
	Indicates if the EES supports service continuity or not. This IE indicates which ACR scenarios are supported by the EES, also indicates the EES ability of handling bundled EAS ACR.

	NOTE:	"Instantiation criteria" IE shall be present only when the value of "Instantiable EAS information" IE is "instantiable but not be instantiated yet".



NOTE:	The list of EES DNAI(s) can include the DNAI(s) of the EAS(s) registered with the EES.
Editor's Note:	Whether EAS bundle requirement is needed in EES profile is FFS.

	* * * NEXT Change * * * *	
[bookmark: _Toc57673696][bookmark: _Toc131200942]8.8.3.2	Discover T-EAS
Figure 8.8.3.2-1 illustrates the procedure for fetching T-EAS information. This procedure may be utilized by a S-EAS, which undertakes the transfer of application context information to a T-EAS directly, or can be invoked by the S-EES itself on deciding to execute ACR.
Pre-conditions:
1.	Information related to the EES is available with the S-EAS, if the procedure is triggered by the S-EAS.


Figure 8.8.3.2-1: Discover T-EAS
1.	The S-EAS sends the EAS discovery request to the S-EES or the S-EES decides to execute the ACR. The EAS discovery request from the S-EAS includes the requestor identifier [EASID] along with the security credentials and includes EAS discovery filter matching its EAS profile. If target DNAI is available at the S-EAS via User Plane Path change event, the S-EAS provides the S-EES with the target DNAI. The S-EAS also includes an EAS service continuity support indicator indicating that the S‑EAS decided ACR according to clause 8.8.2.4 is to be used for the ACR. The S-EAS includes the association ID indicating that the association EAS to which the S-EAS belongs to for the EAS driven association EAS.
NOTE 1:	The trigger condition to invoke the Discover T-EAS API is up to application service logic, which is out of scope of this specification.
2.	If the request is received from the S-EAS, the S-EES checks whether the requesting EAS is authorized to perform the discovery operation. If the UE location is not known to the S-EES or provided by the S-EAS request, then the S-EES may interact with 3GPP core network to retrieve the UE location. If the S-EES decided to execute the ACR or when the requesting EAS is authorized, the S-EES checks if there exists a T-EAS information (registered or cached) that can satisfy the requesting EAS information, additional query filters and the Expected AC Service KPIs and the Minimum required AC Service KPIs if received from the EEC during the EAS discovery or from the S-EAS in step 1. If the S-EES finds the T-EAS(s) in the cached or registered information, the flow either continues with step 5 for the S-EAS triggered discovery or stops for the S-EES decided ACR execution, else the S-EES retrieves the T-EES address from the ECS as specified in clause 8.8.3.3 and continues with step 3.
3.	The S-EES invokes the EAS discovery request on the T-EES retrieved from the ECS. The EAS discovery request includes the requestor identifier [EESID] along with the security credentials and includes EAS discovery filter. In the EAS discovery filter, the S-EES may include the Expected AC Service KPIs and the Minimum required AC Service KPIs if received from the EEC during the EAS discovery or from the S-EAS in step 1.
	The S-EES also includes the EEC service continuity support indicator received from the EEC during EAS discovery. If in step 1 the S-EES received an EAS service continuity support indicator from the S-EAS, then the S-EES includes this EAS service continuity support indicator and its own EES service continuity support indicator indicating the ACR scenarios supported by the EES. If in step 1 the S-EES decided to execute the ACR, the S-EES includes the EAS service continuity support indicator received from the S-EAS during EAS registration and includes an EES service continuity support indicator indicating that the S‑EES executed ACR according to clause 8.8.2.5 is to be used for the ACR.
Upon receiving the request, the T-EES may trigger the EAS management system to instantiate the T-EAS that matches with EAS discovery filter IEs (e.g. ACID) as in clause 8.12.
4.	The T-EES discovers the T-EAS(s) and responds with the discovered T-EAS information to the S-EES. To filter T-EAS(s), the T-EES utilizes the discovery filters (e.g. Expected AC Service KPIs and the Minimum required AC Service KPIs) and the indications which ACR scenarios are supported by the AC, the EEC, the S-EES and the S-EAS. If T-EES gets the Expected AC service KPIs or the Minimum required AC Service KPIs, the T-EES may collect Edge load performances from ADAES or OAM to find T-EAS(s) that satisfies the Expected AC service KPIs or the Minimum required AC Service KPIs. The S-EES may cache the T-EAS information.
NOTE 2:	The Edge load performance can be either statistics or prediction.
Editor's Note: The EES uses local policies to determine the use of statistics or prediction for evaluating KPIs. It is FFS whether the EES may also use request information to make this determination.
5.	If the request was received from the S-EAS, the S-EES responds to the S-EAS with the discovered T-EAS Information.



	* * * NEXT Change * * * *	
[bookmark: _Toc131200781]8.5.3.2	EAS discovery request
Table 8.5.3.2-1 describes information elements for the EAS discovery request. Table 8.5.3.2-2 provides further detail about the EAS Discovery Filter information element.
Table 8.5.3.2-1: EAS discovery request
	Information element
	Status
	Description

	Requestor identifier
	M
	The ID of the requestor (e.g. EECID)

	UE Identifier
	O
	The identifier of the UE (i.e. GPSI or identity token)

	Security credentials
	M
	Security credentials resulting from a successful authorization for the edge computing service.

	EAS discovery filters
	O
	Set of characteristics to determine required EASs, as detailed in Table 8.5.3.2-2. 

	UE location 
	O
	The location information of the UE. The UE location is described in clause 7.3.2. 

	Serving MNO information (NOTE 2)
	O
	The serving MNO information (e.g. MNO name, PLMN ID) which is serving the subscriber.

	Target DNAI (NOTE 1)
	O
	Target DNAI information which can be associated with potential T-EAS(s)

	EEC Service Continuity Support
	O
	Indicates if the EEC supports service continuity or not. The IE also indicates which ACR scenarios are supported by the EEC or, if this message is sent by the EEC to discover a T‑EAS, which ACR scenario(s) are intended to be used for the ACR.

	EES Service Continuity Support (NOTE 1)
	O
	The IE indicates if the S-EES supports service continuity or not. The IE also indicates which ACR scenarios are supported by the S-EES or, if the EAS discovery is used for an S‑EES executed ACR according to clause 8.8.2.5, which ACR scenario is to be used for the ACR.

	EAS Service Continuity Support (NOTE 1)
	O
	The IE indicates if the S-EAS supports service continuity or not. The IE also indicates which ACR scenarios are supported by the S-EAS or, if the EAS discovery is used for an S‑EAS decided ACR according to clause 8.8.2.4, which ACR scenario is to be used for the ACR.

	EAS Instantiation Triggering Suppress
	O
	Indicates to the EES that EAS instantiation triggering should not be performed for the current request.

	EAS selection request indicator 
	O
	Indicates the request for EAS selection support from the EES (e.g., for constrained device).  

	NOTE 1:	This IE shall not be included when the request originates from the EEC.
NOTE 2:	This IE shall be included if edge node sharing is used.



Table 8.5.3.2-2: EAS discovery filters
	Information element
	Status
	Description

	List of AC characteristics (NOTE 1)
	O
	Describes the ACs for which a matching EAS is needed.

	> AC profile (NOTE 2)
	M
	AC profile containing parameters used to determine matching EAS. AC profiles are further described in Table 8.2.2-1.

	List of EAS characteristics (NOTE 1, NOTE 3)
	O
	Describes the characteristic of required EASs.

	> EASID
	O
	Identifier of the required EAS.

	> Bundle association ID or list of EASID
	O
	A list of EASIDs or a bundle association ID as described in clause 7.2.10. 

	> EAS provider identifier
	O
	Identifier of the required EAS provider

	> EAS type
	O
	The category or type of required EAS (e.g. V2X)

	> EAS schedule
	O
	Required availability schedule of the EAS (e.g. time windows)

	> EAS Geographical Service Area
	O
	Location(s) (e.g. geographical area, route) where the EAS service should be available.

	> EAS Topological Service Area 
	O
	Topological area (e.g. cell ID, TAI) for which the EAS service should be available. See possible formats in Table 8.2.7-1.

	> Service continuity support
	O
	Indicates if the service continuity support is required or not.

	> Service permission level
	O
	Required level of service permissions e.g. trial, gold-class

	> Service feature(s)
	O
	Required service features e.g. single vs. multi-player gaming service

	NOTE 1:	Either "List of AC characteristics" or "List of EAS characteristics" shall be present.
NOTE 2:	"Preferred ECSP list" IE shall not be present.
NOTE 3:	The "List of EAS characteristics" IE must include at least one optional IE, if used as an EAS discovery filter.






	* * * NEXT Change * * * *	
[bookmark: _Toc131200943][bookmark: _Toc57673697][bookmark: _Toc50584788][bookmark: _Toc50584444]8.8.3.3	Retrieve T-EES procedure
Figure 8.8.3.3-1 illustrates the procedure for the S-EES to retrieve the T-EES information from the ECS.
Pre-condition:
1.	The S-EES has been pre-configured with the address of the ECS; and
2.	The AC at the UE already has on-going application traffic with the S-EAS.


Figure 8.8.3.3-1: Retrieve T-EES procedure
1.	The S-EES sends the Retrieve EES request (UE location information or UE identity, EASID of the S-EAS, association ID, target DNAI and UE connectivity information) to the ECS in order to identify the T-EES which has an EAS available to serve the given AC in the UE. The request message contains the association ID received from EAS for the EAS driven association EAS case.
2.	If the request contains the UE identity (e.g. GPSI) but the UE location is not known to the ECS, then the ECS interacts with 3GPP core network to retrieve the UE location. The ECS determines T-EES(s) as per the parameters (e.g. EASID, target DNAI) in the request and the UE location information. When the association ID is provided then the ECS can identify the T-EES based on the association ID in the EES profile and in the request message to ensure T-EAS is able to invoke the required association EAS (i.e. EAS driven association case) as the S-EAS does.
If the ECS does not identify any suitable EES(s) based on EDN configuration available at the ECS and UE’s location, the ECS determines a partner ECS that may satisfy the requirements. Based on ECSP policy, the ECS may use preconfigured or OAM configured information about the partner ECSs or ECS discovery via ECS-ER as specified in clause 8.x.2.3 or both.
If required by the ECSP policies, the ECS may use service provisioning information retrieval procedure as specified in clause 8.X.2.4 to obtain seiviceservice provisioning information from the partner ECS.
3.	The ECS sends the Retrieve EES response. If the ECS has determined the EDN configuration information, the retrieve EES response includes the list of EDN configuration information to the S-EES. The list of EDN configuration information includes the EDN details with the endpoint information of T-EES(s) as described in table 8.3.3.3.3-2. If the ECS has determined suitable partner ECS(s) instead, the retrieve EES response includes a list of ECS configuration information.
If the retrieve EES response contains a list of ECS configuration information, the S-EES may initiate retrieve T-EES procedure with one or more ECS(s) listed in the retrieve EES response.
NOTE:	The Retrieve EES request initiated by the S-EES can be restricted only to its registered ECS.


	* * * NEXT Change * * * *	
[bookmark: _Toc131200967]8.8.4.6	Retrieve EES request
Table 8.8.4.6-1 describes the information elements to retrieve T-EES information from the ECS. 
Table 8.8.4.6-1: Retrieve EES request
	Information element
	Status
	Description

	EESID
	M
	Unique identifier of the EES.

	Security credentials
	M
	Security credentials resulting from a successful authorization for the edge computing service.

	EASID
	M
	The identifier of the EAS.

	association ID
	O
	The identifier of the association EAS to which the EAS belongs corresponding to the EASID for the EAS driven association EAS case.

	Target DNAI
	O
	The target DNAI information which can be associated with potential T-EES(s) and/or T-EAS(s).

	UE Identifier
	O 
	The identifier of the UE (i.e. GPSI or identity token)

	UE location 
	O
	The location information of the UE. The UE location is described in clause 7.3.2. 



	* * * END of Change * * * *	
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