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[bookmark: _Toc131200596][bookmark: _Toc122563385][bookmark: _Toc131210510]* * * First Change * * * *
[bookmark: _Toc460616026][bookmark: _Toc460616887][bookmark: _Toc131200267]10.6.2.2.9	Group call request (MCPTT server – MCPTT client)
Table 10.6.2.2.9-1 describes the information flow group call request from the MCPTT server to the MCPTT client.
Table 10.6.2.2.9-1 Group call request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the calling partyMCPTT group member

	Functional alias
	O
	The functional alias of the calling party

	MCPTT group ID
	M
	The MCPTT group ID of the group on which the call is initiated

	SDP offer
	M
	Media parameters of MCPTT server

	Broadcast indicator
	O
	Indicates that the group call request is for a broadcast group call

	Remotely initiated call request indicator
	O
	Indicates that the MCPTT group call request is a result of receiving of a remotely initiated call request and may be included only for remotely initiated call



* * * Next Change * * * *
[bookmark: _Toc460616030][bookmark: _Toc460616891][bookmark: _Toc131200271]10.6.2.2.13	Group call notify (MCPTT server – MCPTT client)
Table 10.6.2.2.13-1 describes the information flow group call notify from the MCPTT server to the MCPTT client.
Table 10.6.2.2.13-1 Group call notify information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the calling partyMCPTT group member

	Functional alias
	O
	The functional alias of the calling party

	MCPTT group ID
	M
	The MCPTT group ID of the group on which the call is requested

	MCPTT ID list (see NOTE)
	O
	The list of the affiliated MCPTT group members who did not acknowledge the group call request

	NOTE:	Only applicable to acknowledged group calls.



* * * Next Change * * * *
[bookmark: _Toc122563081]10.6.2.2.27	Group-broadcast group call request (MCPTT server – MCPTT client)
Table 10.6.2.2.27-1 describes the information flow group-broadcast group call request from the MCPTT server to the MCPTT client.
Table 10.6.2.2.27-1 Group-broadcast group call request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the MCPTT group membercalling party

	Functional alias
	O
	The functional alias of the calling party

	MCPTT group ID
	M
	The MCPTT group ID of the group on which the call is requested

	SDP offer
	M
	Media parameters of MCPTT clients

	Broadcast indicator
	M
	Indicates that the group call request is for a broadcast group call



* * * Next Change * * * *

10.19.2.4	Ad hoc group call request (MCPTT server – MCPTT client)
Table 10.19.2.4-1 describes the information flow ad hoc group call request from the MCPTT server to the MCPTT client.
Table 10.19.2.4-1 Ad hoc group call request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the MCPTT ad hoc group membercalling party

	Functional alias
	O
	The functional alias of the calling party

	MCPTT ad hoc group ID
	M
	The MCPTT group ID to be associated with the ad hoc group call

	SDP offer
	M
	Media parameters of MCPTT server

	Broadcast indicator
(see NOTE 1)
	O
	Indicates that the ad hoc group call request is for a broadcast ad hoc group call

	Imminent peril indicator (see NOTE 1)
	O
	Indicates that the ad hoc group call request is an MC service imminent peril call

	Emergency Indicator (see NOTE 1)
	O
	Indicates that the ad hoc group call request is an MC service emergency call

	Preconfigured ad hoc group identity
	O 
	Group identity whose configuration is to be applied for this ad hoc group call.

	NOTE 1:	If used, only one of these information elements is present.






