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[bookmark: _Toc131200596][bookmark: _Toc122563385][bookmark: _Toc131210510]* * * First Change * * * *
[bookmark: _Toc114839840][bookmark: _Toc131207786][bookmark: _Toc131207615]10.10.3.2.1	Ad hoc group emergency alert request (MC service client – MC service server)
Table 10.10.3.2.1-1 describes the information flow ad hoc group emergency alert request from the MC service client to the MC service server.
Table 10.10.3.2.1-1 Ad hoc group emergency alert request information elements
	Information Element
	Status
	Description

	MC service ID
	M
	The identity of the alerting party

	[bookmark: _Hlk119402350]Functional alias
	O
	The functional alias of the alerting party

	Ad hoc group ID (see NOTE)
	O
	The group ID which is generated by the MC service user to be used for the ad hoc group alert

	Organization name
	O
	The alerting MC service user's mission critical organization name

	Location information
	O
	The alerting MC service client's location

	[bookmark: _Hlk123969667]Criteria for determining the participants
	O
	Carries the details of criteria or meaningful label identifying the criteria or the combination of both which will be used by the MC service server for determining the participants e.g., it can be a location-based criteria to invite participants in a particular area

	Additional information
	O
	The alerting party may provide additional information related to the alert, e.g., medical help needed or reason for the alert

	NOTE:	If this information element is not included. then the MC service server shall assign one to be used for the ad hoc group emergency alert and shall return it to the alerting calling party to use it for subsequent communications in the ad hoc group.



Editor's note:	The ad hoc group emergency alert request (MC service server – MC service server) is FFS.

* * * End of Changes * * * *

