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	* * * First Change * * * *	
[bookmark: _Toc108431763][bookmark: _Toc131201049]8.14	EDGE-5 APIs
[bookmark: _Toc85650745][bookmark: _Toc108431764][bookmark: _Toc131201050][bookmark: _Toc108431766]8.14.1	General
EEC exposes EDGE-5 APIs corresponding to EEC's capabilities, for the AC to request EEC's services for edge enablement. Using this reference pointese APIs, ACs request the EEC for EEL services. EDGE-5 APIs include one-time request/response operations for EAS discovery, retrieval of UE ID and ACR operations. Additionally, the AC can request for an AC subscription. The EEC creates the subscription and when required, performs necessary operations such as EAS discovery, ACR etc., delivering notifications to the AC as required.
NOTE 1:	Details on how the AC and EEC communicate with each other is out of scope.
NOTE 2:	EEC can initiate any EDGE-1 or EDGE-4 operation without receiving a request or without receiving AC related information from the AC.
Editor's note:	[SA3] How to ensure of user's authorization/consent as well as AC’s authorization in invoking functions exposed by EEC (to AC) which in turn relies on functions exposed by the network (e.g. Location) via EES/NEF is SA3’s responsibility.
	* * * Next Change * * * *	
[bookmark: _Toc131201088]8.14.4	APIs
Editor's Note:	API details are FFS.


