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	Reason for change:
	There is misalignment on UE ID API procedure. In R17 when the EAS invoke the UE ID API, the user information and the EASID is Mandatory. However in R18 user information and EAS is Optional.

	
	

	Summary of change:
	Fix the misalignment in UE ID API procedure.
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Table 8.6.5.3.2-1: UE Identifier API request
	Information element
	Status
	Description

	User information (see NOTE 1) (see NOTE 3)
	O
	Information about the User or UE available in the EAS or EEC, e.g. IP address.

	UE ID
(see NOTE 2) (see NOTE 3)
	O
	UE ID in the form of GPSI as per clause 7.2.6. 

	EAS ID list
	O
	Identifier of the EAS(s) for which the UE IDs are requested for by EAS or EEC given the User information (e.g. IP address). If EAS ID list is not provided, it shall be interpreted by EES that EEC is requesting the UE ID for its own use (hence EES shall use its own AFId towards NEF).

	EAS Provider ID
	O
	Identifier of the ASP that provides the EAS.

	Security Credentials
	M
	Security credentials of the EAS or EEC.

	NOTE 1:	This IE is Mandatory when EAS invoke the UE ID API. When EEC invokes the API, if available, this IE contains both UE’s private IPv6 address (due to the existence of NAT66) and UE’s private IPv4 address. When EAS invokes the API, it may recognize the UE IP address is a public IP address different from the actual UE IP address (private IP address), i.e., the UE is behind a NAT, and should therefore include the Port Number and associated IP address as part of the User information.
NOTE 2:	This IE is Mandatory when EAS invoke the UE ID API. This IE is used when invoked by the EEC and if the EEC hasve the UE ID already in a form not desired to be shared with the EAS. 
NOTE 3:	At least one of them shall be present.



Editor's Note: [SA3] Whether the EAS ID and the EAS Provider ID are part of the security credential is SA3's responsibility.
Editor's Note: [SA3] It is FFS whether the IP address (i.e. User information) provided in the request can be verified that is indeed the UE’s and whether the UE provided infomation (IP Address) can be trusted. 
Editor's Note: It is FFS to determine if EASID (clause 7.2.4) definitions need to be updated in order to be consistent with its use (as per EAS ID list IE) as an AF ID in UE Identifier API.  
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