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1. Introduction
This paper proposes a clause in 3GPP TR 23.958 v0.3.1 to capture the EDGEAPP and ETSI MEC aligned deployment as per conclusion of the FS_eEDGEAPP study in TR 23.700-98.
2. Reason for Change
EDGEAPP and ETSI MEC alignment is one of the objectives in R18. The aligned deployment needs to be captured in TR 23.598.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.958 v0.4.0.
* * * First Change * * * *

7
Deployment Considerations

This section captures different deployment possibilities of aligned EDGEAPP and ETSI MEC in an operator network and any other deployment considerations w.r.t EDGEAPP, ETSI MEC and GSMA OP as per TS 23.558.

7.1
General
These sections capture deployment of EDGEAPP and ETSI MEC architecture as an aligned edge systemin an operator network, their architectural requirements etc. as per TS 23.558.
7.2
EDGEAPP and ETSI MEC aligned deployment
Figure 7.2-1 shows the aligned deployment of EDGEAPP architecture and ETSI ISG MEC. MEC application and MEC platform in ETSI MEC correspond respectively to EAS and EES in 3GPP specification. EDGE platform may consist of functionalities provided by EES and/or MEC platform. 
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Figure 7.2-1: EDGEAPP architecture and ETSI ISG MEC aligned deployment
* * * Next Change * * * *
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