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* * * First Change * * * *
[bookmark: _Toc131200838]8.6.3.3.2	ACR management event subscribe request
Table 8.6.3.3.2-1 describes the information elements for an ACR management event subscribe request from the EAS to the EES. 
Table 8.6.3.3.2-1: ACR management event subscribe request
	Information element
	Status
	Description

	EASID 
	M
	The identifier of the EAS

	Security credentials
	M
	Security credentials of the EAS

	UE ID (NOTE 1)
	O
	The identifier of the UE (i.e. GPSI or identity token)

	UE Group ID (NOTE 1)
	O
	Identifies a group of UEs (i.e. internal group ID or external group ID)

	Event ID(s)
	M
	Event ID:
- user plane path change
- ACR monitoring 
- ACR facilitation
- ACT start/stop

	Indication of service continuity planning (NOTE 3)
	O
	Indicates that whether the ervice continuity planning is required i.e. whether EES shall monitor UE entering the predicted location. 

	Traffic filter information
	O
	The traffic filter information includes IP flow description, domain description (domain name, applicable protocol and matching criteria) or URI.

Applicable for the "user plane path change" event, the "ACR monitoring" event and "ACR facilitation" event.

	Event Report (NOTE 2)
	O
	Event Reporting Information as specified in 3GPP TS 23.502 [3]

	Notification Target Address
	M
	Notification Target Address of the EAS where the notification is to be sent by the EES

	Type of subscription
	O
	Indicates Early and/or Late notification to inform if the notification needs to be received before and/or after UP path configuration. Applicable for the "user plane path change" event.

	Indication of EAS acknowledgement
	O
	This IE indicates the EES to include indication of "AF acknowledgement to be expected" within the AF request for subscribing UP path management events to 3GPP network and that the EAS will provide an acknowledgement as a response for the notifications of UP path management events to the EES. Applicable for the "user plane path change" event.

	Event Filter
	O
	Event filter as specified in 3GPP TS 23.501 [2]

	EAS characteristics for ACR
	O
	Set of characteristics to determine required EAS as detailed in Table 8.5.3.2-2.
Applicable for the "ACR monitoring" event and "ACR facilitation" event.

	NOTE 1:	Either UE ID or UE Group ID shall be provided if the Event ID(s) includes any of the "user plane path change", "ACR monitoring" and "ACR facilitation" events. UE ID or UE Group ID are not applicable to "ACT start/stop" event.
NOTE 2:	This IE shall be present if the Event ID(s) includes any of the "user plane path change", "ACR monitoring" and "ACR facilitation" events. This IE is not applicable to "ACT start/stop" event.
NOTE 3:	The "Indication of service continuity planning" IE is only applicable for "ACR monitoring" event.



Editor's note:	Whether all ACR management events need service continuity planning indication is FFS.

* * * Next Change * * * *

* * * End of Change * * * *

