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* * * First Change * * * *
8.18.2.3.2	EAS discovery via leading ECSP
Pre-conditions: 
1.	ECSP-1 and ECSP-2 have a service level agreement to share edge services.



Figure 8.18.2.3.2-1: EAS discovery for ENS
1.	The EEC sends EAS discovery request to EES (ECSP-B) as specified in clause 8.5 and may include the endpoint of EES (ECSP-A) in the request, if provided by the ECS as specified in clause 8.18.2.2.1.
2.	If the EAS discovery request contains EES information of a partner ECSP (ECSP-A) or 	the required EAS is not available with the EES the EES may determine to use ENS. If the EAS discovery request contains EES information of a partner ECSP, the EES can use it after validating the information.
NOTE 1:	To validate the information of partner ECSPs, EES (ECSP-B) can use the federation agreement between ECSPs.
3.	If the EAS discovery request does not contain EES information of a partner ECSP, the EES may use the EES retrieval procedures as specified in clause 8.8.3.3 to obtain EES information of a partner ECSP. The Retrieve EES request may include an ENS indication so that the ECS (ECSP-B) can skip checking T-EES(s) locally registered in the ECS (ECSP-B).
4.	Once EES information of the partner ECSP is available, the EES (ECSPB) sends the EAS discovery request to the EES (ECSP-A) as described in step 3 of clause 8.8.3.2. The EAS discovery request includes the information of the MNO serving the UE (e.g. MNO name, PLMN ID).The EES (ECSPA) validates the request and returns EAS discovery response including the discovered candidate EAS(s) to the EES (ECSP-B). In addition to step 4 of clause 8.8.3.2, the candidate EAS(s) are discovered based on the serving MNO information received from the EES (ECSP-B) and allowed MNO information registered by the EAS.
NOTE 2:	To validate the EAS discovery request, EES (ECSP-A) can use the federation agreement between ECSPs.
NOTE 3:	Upon receiving EAS discovery request from EEC, the EES (ECSP-B) may send EAS discovery request without any discovery filters. In such case, EES (ECSP-A) provides list of all registered and allowed EASs in the response message.
5.	EES (ECSP-B) provides the discovered information to the EEC as part of the EAS discovery response as specified in clause 8.5.

* * * End of Change * * * *
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