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[bookmark: _Toc131200958][bookmark: _Toc122439293][bookmark: _Toc122439301]8.8.3.X	Selected EES declaration
The selected EES declaration requestion is triggered when an ACR is perfomed from EAS to CAS. 
Figure 8.8.3.X-1 illustrates the interactions between the EES and the CAS for the selected EES declaration.
Pre-conditions:
1.	A serving EES is selected for the EEC and the serving EES decides to inform CAS. The seving EES is the last EES serving the EEC during the ACR from EAS to CAS.
2.	AC has requested and forwarded the UE ID as per clause 8.14.2.6 while performing ACR from EAS to CAS as described in clause 8.8.2A or The CAS knows UE ID using procedure defined in clause 8.6.5.


Figure 8.8.3.X-1: Selected EES declaration procedure
1.	The EES sends Selected EES declaration request message to the CAS. The request includes the information of the selected EES and may include ACID to indicate which AC the EES is intended for.
2.	The CAS checks whether the requesting EES is authorized to perform operation. If authorized, the CAS stores the received information.
3.	The CAS responds the request with Selected EES notification declaration response message.
The CAS, after kowning the selected EES for the UE, may subscribe to receive ACT status notifications as described in clause 8.8.3.6.2.3 for EELManagedACR, or trigger service continuity procedures towards the selected EES.	
[bookmark: _Toc131200978]	* * * Next Change * * * *	
8.8.4.x1	Selected EES declaration request
Table 8.8.4.x1-1 describes information elements for the selected EES declaration request sent from the EES to the CAS.
Table 8.8.4.x1-1: Selected EES declaration request
	Information element
	Status
	Description

	Security credentials
	M
	Security credentials resulting from a successful authorization for the edge computing service.

	UE ID
	M
	The identifier of the UE.

	Selected EES ID
	M
	Selected EES identifier.

	Selected EES Endpoint
	M
	Endpoint of the selected EES.

	EAS ID
	M
	The identifier of the EAS.

	AC ID
	O
	The identifier of the AC.



[bookmark: _Toc131200979]8.8.4.x2	Selected EES declaration response
Table 8.8.4.x2-1 describes information elements for the selected EES declaration response sent from the CAS to the EES.
Table 8.8.4.x2-1: Selected EES declaration response
	Information element
	Status
	Description

	Successful response (NOTE)
	O
	Indicates that the request was successful.

	Failure response (NOTE)
	O
	Indicates that the request failed.

	> Cause
	O
	Indicates the failure cause.

	NOTE:	One of these IEs shall be present in the message.



	* * * END of Change * * * *	
image1.emf
CAS

1. Selected EES declaration request

EES

3. Selected EES declaration response

2. Processing 


Microsoft_Visio_2003-2010_Drawing.vsd
�


