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1. Introduction
Sometimes, the server side API should be designed, so the PIN-9 interface should design the API that can be consumed by other identity. 
2. Reason for Change
Design the API for PIN-9 interface. 
3. Conclusions

N/A
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.542 V0.3.0
* * * Start of Change 1, all new text * * *
8.8.4
APIs
8.8.4.1
General
Table 8.8.4.1-1 illustrates the API for AS registration.

Table 8.8.4.1-1: Ppinserver_ASRegistration API

	API Name
	API Operations
	Operation

Semantics
	Consumer(s)

	Ppinserver_ASRegistration
	Request
	Request/Response


	AS



	
	Update
	
	

	
	Deregister
	
	


8.4.4.2
Ppinserver_ASRegistration_Request operation

API operation name: Ppinserver_ASRegistration_Request

Description: The consumer requests to register the AS on the PIN server.

Inputs: See clause 8.8.3.4.

Outputs: See clause 8.8.3.5.
See clause 8.8.2.3 for details of usage of this operation.

8.4.4.3
Ppinserver_ASRegistration_Update operation

API operation name: Ppinserver_ASRegistration_Update

Description: The consumer requests to update the registered information of the AS on the PIN server.

Inputs: See clause 8.8.3.6.

Outputs: See clause 8.8.3.7.
See clause 8.8.2.4 for details of usage of this operation.

8.4.4.4
Ppinserver_ASRegistration_Deregister operation

API operation name: Ppinserver_ASRegistration_Deregister

Description: The consumer requests to deregister the AS from the PIN server.

Inputs: See clause 8.8.3.8.

Outputs: See clause 8.8.3.9.
See clause 8.8.2.5 for details of usage of this operation.
* * * End of Change * * *
