

	
3GPP TSG-SA WG6 Meeting #55	S6-232101
Berlin, Germany 22nd – 26th May 2023	(revision of S6-231709)

	CR-Form-v12.2

	CHANGE REQUEST

	

	
	23.558
	CR
	358 
	rev
	 1
	Current version:
	18.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Clarification Application Group ID definition

	
	

	Source to WG:
	Apple

	Source to TSG:
	S6

	
	

	Work item code:
	EDGEAPP_Ph2
	
	Date:
	2023-06-16

	
	
	
	
	

	Category:
	D
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	There has been discussion on whether a Common EAS can serve ACs with differing ACIDs, which is aimed to be clarified by this contribution.

	
	

	Summary of change:
	It is proposed to explicitly highlight that the ACID of ACs served by a Common EAS will differ in the case of ACs instantiated on UEs running different OSs, noting that it’s stated in clause 7.2.5 that “In case that the UE is running mobile OS, the ACID is a pair of OSId and OSAppId.” Where both OSId and OSAppId are OS specific. 
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	* * * First Change * * * *
Proposed changes on top of those provided in accepted CR 0308.	
7.2.X	Application Group ID
Application Group ID uniquely identifies a group of UEs using the same application. It is allocated (either dynamically or pre-configured in the AC) by the ASP and is unique within the application. ACs supporting the same application on different OS (e.g., IiOS, Android), and therefore differing ACIDs (as specified in clause 7.2.5), can have the same Application gGroup ID., 
NOTE 1:  In this version of specification, Application gGroup ID is assumed to be unique per EAS ID. Ensuring the uniqueness of the Application gGroup ID per EAS ID is out of scope of this specification.
NOTE 2:  In this version of specification, an Application gGroup is assumed to correspond to a single application.
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