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[bookmark: _Toc131120419]/******************** First Changes ********************/
[bookmark: _Toc131207934][bookmark: _Toc81988271]11.5.1.2.2	Information flows
[bookmark: _Toc131207935][bookmark: _Toc81988272]11.5.1.2.2.1	Connection authorization request
Table 11.5.1.2.2.1-1 describes the information flow connection authorization request sent from the MC gateway client, which resides on a non-3GPP device, to the MC gateway UE, and from the MC gateway UE to the MC server.
Table 11.5.1.2.2.1-1: Connection authorization request
	Information element
	Status
	Description

	GW MC service ID
	M
	The GW MC service ID of the requesting MC service user.

	MC service ID
	M
	The MC service ID of the requesting MC service user

	NOTE:	The GW MC service ID indicates for which MC service the connection is to be authorised.



NOTE:	The MC service ID used for MC service authorisation and the GW MC service ID used for connection authorization may have different values. Both identities are configured by the Mission Critical Organisation.
[bookmark: _Toc131207936][bookmark: _Toc81988273]11.5.1.2.2.2	Connection authorization response
Table 11.5.1.2.2.2-1 describes the information flow connection authorization response sent from the MC server to the MC gateway UE, and from the MC gateway UE to the MC gateway client residing on a non-3GPP device.
Table 11.5.1.2.2.2-1: Connection authorization response
	Information element
	Status
	Description

	GW MC service ID
	M
	The GW MC service ID of the requesting MC service user.

	MC service ID
	M
	The MC service ID of the requesting MC service user

	Response
	M
	Result of the connection authorization request, service feasibility, and connection evaluation.



/******************** Next Changes ********************/
[bookmark: _Toc131207941][bookmark: _Toc81988285]11.5.1.3.2.1	Connection authorization request
Table 11.5.1.3.2.1-1 describes the information flow connection authorization request sent from the MC service client, which resides on a MC gateway UE, to the MC server.
Table 11.5.1.3.2.1-1: Connection authorization request
	Information element
	Status
	Description

	GW MC service ID
	M
	The GW MC service ID of the requesting MC service user.

	MC service ID
	M
	The MC service ID of the requesting MC service user

	NOTE:	The GW MC service ID indicates for which MC service the connection is to be authorised.



NOTE:	The MC service ID used for MC service authorisation and the GW MC service ID used for connection authorization may have different values. Both identities are configured by the Mission Critical Organisation.
[bookmark: _Toc131207942][bookmark: _Toc81988286]11.5.1.3.2.2	Connection authorization response
Table 11.5.1.3.2.2-1 describes the information flow connection authorization response sent from the MC server to the MC gateway client residing on the MC gateway UE.
Table 11.5.1.3.2.2-1: Connection authorization response
	Information element
	Status
	Description

	GW MC service ID
	M
	The GW MC service ID of the requesting MC service user.

	MC service ID
	M
	The MC service ID of the requesting MC service user

	Result
	M
	Success or failure of the connection authorization request (authorization successful/failed; service not supported).



/******************** Next Changes ********************/
[bookmark: _Toc131207975]11.5.4.2.2	Information flows
[bookmark: _Toc131207976]11.5.4.2.2.1	Disconnection request
Table 11.5.4.2.2.1-1 describes the information flow disconnection request sent from the MC client, which resides on a non-3GPP device, to the corresponding MC server via the MC gateway UE.
Table 11.5.4.2.2.1-1: Disconnection request
	Information element
	Status
	Description

	GW MC service ID
	M
	The GW MC service ID of the requesting MC service user.

	MC service ID
	M
	The MC service ID of the requesting MC service user



[bookmark: _Toc131207977]11.5.4.2.2.2	Disconnection response
Table 11.5.4.2.2.2-1 describes the information flow disconnection response sent from the MC server to the MC gateway UE, and from the MC gateway UE to the MC client residing on a non-3GPP device.
Table 11.5.1.2.2.2-1: Disconnection response
	Information element
	Status
	Description

	GW MC service ID
	M
	The GW MC service ID of the requesting MC service user.

	MC service ID
	M
	The MC service ID of the requesting MC service user

	Response
	M
	Result of the disconnection request.



[bookmark: _Toc131207978]11.5.4.2.2.3	Connection status notification
Table 11.5.4.2.2.3-1 describes the information flow connection status notification sent from the MC gateway UE to the MC client, which resides on a non-3GPP device.
Table 11.5.4.2.2.3-1: Connection status notification
	Information element
	Status
	Description

	GW MC service ID
	M
	The GW MC service ID of the associated MC client. (see NOTE 1)

	Status information
	M
	This information element provides connection status. (see NOTE 2).

	MC service ID
	M
	The MC service ID of the requesting MC service user

	NOTE 1:	The GW MC service ID indicates for which MC service the connection is to be disconnected.
NOTE 2:	Information about the connection status are further detailed in Annex D. 




